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§233.9 [Reserved]

§233.11 Civil penalties.

Any person (an entity of any type
covered under 1 U.S.C. 1, including but
not limited to the following: a railroad;
a manager, supervisor, official, or
other employee or agent of a railroad;
any owner, manufacturer, lessor, or
lessee of railroad equipment, track, or
facilities; any independent contractor
providing goods or services to a rail-
road; and any employee of such owner,
manufacturer, lessor, lessee, or inde-
pendent contractor) who violates any
requirement of this part or causes the
violation of any such requirement is
subject to a civil penalty of at least
$839 and not more than $27,455 per vio-
lation, except that: Penalties may be
assessed against individuals only for
willful violations, and, where a grossly
negligent violation or a pattern of re-
peated violations has created an immi-
nent hazard of death or injury to per-
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sons, or has caused death or injury, a
penalty not to exceed $109,819 per viola-
tion may be assessed. Each day a viola-
tion continues shall constitute a sepa-
rate offense. See appendix A to this
part for a statement of agency civil
penalty policy.

[63 FR 11623, Mar. 10, 1998, as amended at 69
FR 30595, May 28, 2004; 72 FR 51197, Sept. 6,
2007; 73 FR 79703, Dec. 30, 2008; 77 FR 24422,
Apr. 24, 2012; 81 FR 43111, July 1, 2016]

§233.13 Criminal penalty.

Whoever knowingly and willfully—

(a) Makes, causes to be made, or par-
ticipates in the making of a false entry
in reports required to be filed by this
part; or

(b) Files a false report or other docu-
ment required to be filed by this part is
subject to a $5,000 fine and 2 years im-
prisonment as prescribed by 49 U.S.C.
522 and 49 U.S.C. 21311.

[49 FR 3379, Jan. 26, 1984, as amended at 79
FR 37669, July 2, 2014]

APPENDIX A TO PART 233—SCHEDULE OF CIVIL PENALTIES!

. S~ Willful viola-
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233.5 Accidents resulting from signal failure ..............ccooooiiiiiiiiiiii, $2,500 $5,000
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1A penalty may be assessed against an individual only for a willful violation. The Administrator reserves the right to assess a
penalty of up to $109,819 for any violation where circumstances warrant. See 49 CFR part 209, appendix A.

[63 FR 52936, Dec. 29, 1988, as amended at 63 FR 11623, Mar. 10, 1998; 69 FR 30595, May 28, 2004;
73 FR 79704, Dec. 30, 2008; 77 FR 24422, Apr. 24, 2012; 79 FR 37669, July 2, 2014; 81 FR 43111, July

1, 2016]

PART 234—GRADE CROSSING
SAFETY

Subpart A—General

Sec.

234.1 Scope.

234.3 Application and responsibility for
compliance.

234.5 Definitions.

234.6 Penalties.

Subpart B—Reports and Plans

234.7 Accidents involving grade crossing sig-
nal failure.

234.9 Grade crossing signal system failure
reports.

234.11 State highway-rail grade crossing ac-
tion plans.

Subpart C—Response to Credible Reports
of Warning System Malfunction at
Highway-Rail Grade Crossings

234.101 Employee notification rules.

234.103 Timely response to report of mal-
function.

234.105 Activation failure.

234.106 Partial activation.

234.107 False activation.

234.109 Recordkeeping.

Subpart D—Maintenance, Inspection, and
Testing

MAINTENANCE STANDARDS
234.201 Location of plans.

T



§234.1

234.203 Control circuits.

234.205 Operating characteristics of warning
system apparatus.

234.207 Adjustment, repair, or replacement
of component.

234.209 Interference
tioning of system.

234.211 Security of warning system appa-
ratus.

234.213 Grounds.

234.215 Standby power system.

234.217 Flashing light units.

234.219 Gate arm lights and light cable.

234.221 Lamp voltage.

234.223 Gate arm.

234.225 Activation of warning system.

234.227 Train detection apparatus.

234.229 Shunting sensitivity.

234.231 Fouling wires.

234.233 Rail joints.

234.235 Insulated rail joints.

234.237 Reverse switch cut-out circuit.

234.239 Tagging of wires and interference of
wires or tags with signal apparatus.

234.241 Protection of insulated wire; splice
in underground wire.

234.243 Wire on pole line and aerial cable.

234.245 Signs.

with normal func-

INSPECTIONS AND TESTS

234.247 Purpose of inspections and tests; re-
moval from service of relay or device
failing to meet test requirements.

234.249 Ground tests.

234.251 Standby power.

234.2563 Flashing light units and lamp volt-
age.

234.2556 Gate arm and gate mechanism.

234.257 Warning system operation.

234.259 Warning time.

234.261 Highway traffic signal pre-emption.

234.263 Relays.

234.265 Timing relays and timing devices.

234.267 Insulation resistance tests, wires in

trunking and cables.

234.269 Cut-out circuits.

234.271 Insulated rail joints, bond wires, and
track connections.

234.273 Results of inspections and tests.

REQUIREMENTS FOR PROCESSOR-BASED
SYSTEMS

234.275 Processor-based systems.

Subpart E—Emergency Nofification Sys-
tems for Telephonic Reporting of Un-
safe Conditions at Highway-Rail and
Pathway Grade Crossings

234.301 Definitions.

234.303 Emergency notification systems for
telephonic reporting of unsafe conditions
at highway-rail and pathway grade cross-
ings.

234.306 Remedial actions in response to re-
ports of unsafe conditions at highway-
rail and pathway grade crossings.

49 CFR Ch. Il (10-1-16 Edition)
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AUTHORITY: 49 U.S.C. 20103, 20107, 20152,
20160, 21301, 21304, 21311, 22501 note; Pub. L.
110-432, Div. A., Sec. 202, 28 U.S.C. 2461, note;
and 49 CFR 1.89.

SOURCE: 61 FR 31806, June 20, 1996, unless
otherwise noted.

Subpart A—General

§234.1 Scope.

(a) This part prescribes minimum—

(1) Maintenance, inspection, and test-
ing standards for highway-rail grade
crossing warning systems;

(2) Standards for the reporting of
failures of highway-rail grade crossing
warning systems and for the actions
that railroads must take when such
systems malfunction;

(3) Requirements for particular iden-
tified States to develop State highway-
rail grade crossing action plans;

(4) Requirements that certain rail-
roads establish systems for receiving
toll-free telephone calls reporting var-
ious unsafe conditions at highway-rail
grade crossings and pathway grade
crossings, and for taking certain ac-
tions in response to those calls; and

(56) Requirements for reporting to,
and periodically updating information
contained in, the U.S. DOT National
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Highway-Rail Crossing Inventory for
highway-rail and pathway crossings.

(b) This part does not restrict a rail-
road from adopting and enforcing addi-
tional or more stringent requirements
not inconsistent with this part.

[77 FR 35190, June 12, 2012, as amended at 80
FR 786, Jan. 6, 2015]

§234.3 Application and responsibility
for compliance.

(a) With the exception of §234.11, this
part applies to all railroads except the
following:

(1) Operations of a plant railroad as
defined in §234.5;

(2) Rapid transit operations in an
urban area that are not connected to
the general railroad system of trans-
portation; or

(3) Tourist, scenic, historic, or excur-
sion operations conducted only on
track used exclusively for that purpose
(i.e., there is no freight, intercity pas-
senger, or commuter passenger railroad
operation on the track) and only on
track inside an installation that is in-
sular; i.e., the operations are limited to
a separate enclave in such a way that
there is no reasonable expectation that
the safety of the public—except a busi-
ness guest, a licensee of the railroad or
an affiliated entity, or a trespasser—
would be affected by the operation. An
operation will not be considered insu-
lar if one or more of the following ex-
ists on its line:

(i) A public highway-rail crossing
that is in use;

(ii) An at-grade rail crossing that is
in use;

(iii) A bridge over a public road or
waters used for commercial navigation;
or

(iv) A common corridor with a rail-
road, i.e., its operations are within 30
feet of those of any railroad.

(b) Although the duties imposed by
this part are generally stated in terms
of the duty of a railroad, each person,
including a contractor or subcon-
tractor for a railroad, who performs
any task covered by this part, shall
perform that task in accordance with
this part.

[77 FR 35190, June 12, 2012]

§234.5

§234.5 Definitions.

As used in this part:

Activation failure means the failure of
an active highway-rail grade crossing
warning system to indicate the ap-
proach of a train at least 20 seconds
prior to the train’s arrival at the cross-
ing, or to indicate the presence of a
train occupying the crossing, unless
the crossing is provided with an alter-
native means of active warning to
highway users of approaching trains.
(This failure indicates to the motorist
that it is safe to proceed across the
railroad tracks when, in fact, it is not
safe to do so.) A grade crossing signal
system does not indicate the approach
of a train within the meaning of this
paragraph if—more than 50% of the
flashing lights (not gate arm lights) on
any approach lane to the crossing are
not functioning as intended, or in the
case of an approach lane for which two
or more pairs of flashing lights are pro-
vided, there is not at least one flashing
light pair operating as intended. Back
lights on the far side of the crossing
are not considered in making these de-
terminations.

Appropriately equipped flagger means a
person other than a train crewmember
who is equipped with a vest, shirt, or
jacket of a color appropriate for day-
time flagging such as orange, yellow,
strong yellow green or fluorescent
versions of these colors or other gen-
erally accepted high visibility colors.
For nighttime flagging, similar outside
garments shall be retro reflective. Ac-
ceptable hand signal devices for day-
time flagging include ¢ STOP/SLOW”
paddles or red flags. For nighttime
flagging, a flashlight, lantern, or other
lighted signal shall be used. Inasmuch
as Part VI of the Federal Highway Ad-
ministration’s Manual on Uniform
Traffic Control Devices addresses
standards and guides for flaggers and
flagging equipment for highway traffic
control, FRA recommends that rail-
roads be aware of the standards and
follow them to the greatest extent pos-
sible. Copies of the latest MUTCD pro-
visions regarding flagging will be avail-
able from FRA, as well as FMCSA, as
changes are made in this area.

Credible report of warning system mal-
function or credible report of warning
system malfunction at a highway-rail
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grade crossing means a report that con-
tains specific information regarding a
malfunction of a highway-rail grade
crossing warning system at an identi-
fied highway-rail grade crossing, sup-
plied by a railroad employee, law en-
forcement officer, highway traffic offi-
cial, or other employee of a public
agency acting in an official capacity.

False activation means the activation
of a highway-rail grade crossing warn-
ing system caused by a condition that
requires correction or repair of the
grade crossing warning system. (This
failure indicates to the motorist that it
is not safe to cross the railroad tracks
when, in fact, it is safe to do so.)

FRA means the Office of Railroad
Safety, Federal Railroad Administra-
tion, 1200 New Jersey Avenue SEKE.,
Washington, DC 20590.

Highway-rail grade crossing means a
location where a public highway, road,
street, or private roadway, including
associated sidewalks and pathways,
crosses one or more railroad tracks at
grade.

Partial activation means activation of
a highway-rail grade crossing warning
system indicating the approach of a
train, however, the full intended warn-
ing is not provided due to one of the
following conditions:

(1) At non-gated crossings equipped
with one pair of lights designed to flash
alternately, one of the two lights does
not operate properly (and approaching
motorists can not clearly see flashing
back lights from the warning lights on
the other side of the crossing);

(2) At gated crossings, the gate arm
is not in a horizontal position; or

(3) At gated crossings, any portion of
a gate arm is missing if that portion
normally had a gate arm flashing light
attached.

Plant railroad means a plant or in-
stallation that owns or leases a loco-
motive, uses that locomotive to switch
cars throughout the plant or installa-
tion, and is moving goods solely for use
in the facility’s own industrial proc-
esses. The plant or installation could
include track immediately adjacent to
the plant or installation if the plant
railroad leases the track from the gen-
eral system railroad and the lease pro-
vides for (and actual practice entails)
the exclusive use of that trackage by

49 CFR Ch. Il (10-1-16 Edition)

the plant railroad and the general sys-
tem railroad for purposes of moving
only cars shipped to or from the plant.
A plant or installation that operates a
locomotive to switch or move cars for
other entities, even if solely within the
confines of the plant or installation,
rather than for its own purposes or in-
dustrial processes, will not be consid-
ered a plant railroad because the per-
formance of such activity makes the
operation part of the general railroad
system of transportation.

Train means one or more
motives, with or without cars.

Warning system malfunction or warn-
ing system malfunction at a highway-rail
grade crossing means an activation fail-
ure, a partial activation, or a false ac-
tivation of a highway-rail grade cross-
ing warning system.

[61 FR 31806, June 20, 1996, as amended at 77
FR 35191, June 12, 2012]

§234.6 Penalties.

(a) Civil penalty. Any person (an enti-
ty of any type covered under 1 U.S.C. 1,
including but not limited to the fol-
lowing: A railroad; a manager, super-
visor, official, or other employee or
agent of a railroad; any owner, manu-
facturer, lessor, or lessee of railroad
equipment, track, or facilities; any
independent contractor providing
goods or services to a railroad; and any
employee of such owner, manufacturer,
lessor, lessee, or independent con-
tractor) who violates any requirement
of this part, except for any violation of
§234.11 of this part, or causes the viola-
tion of any such requirement is subject
to a civil penalty of at least $839, but
not more than $27,455 per violation, ex-
cept that: Penalties may be assessed
against individuals only for willful vio-
lations, and where a grossly negligent
violation or a pattern of repeated vio-
lations has created an imminent haz-
ard of death or injury to persons, or
has caused death or injury, a penalty
not to exceed $109,819 per violation may
be assessed. Each day a violation con-
tinues shall constitute a separate of-
fense. Appendix A to this part contains
a schedule of civil penalty amounts
used in connection with this rule. The
railroad is not responsible for compli-
ance with respect to any condition in-
consistent with the technical standards

loco-
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set forth in this part where such vari-
ance arises as a result of actions be-
yond the control of the railroad and
the railroad could not have prevented
the variance through the exercise of
due diligence. The foregoing sentence
does not excuse any instance of non-
compliance resulting from the actions
of the railroad’s employees, agents, or
contractors.

(b) Criminal penalty. Whoever Kknow-
ingly and willfully makes, causes to be
made, or participates in the making of
a false entry in reports required to be
filed by this part, or files a false report
or other document required to be filed
by this part, except for any document
filed pursuant to §234.11 of this part, is
subject to a $5,000 fine and 2 years im-
prisonment as prescribed by 49 U.S.C.
522(a) and 21311(a).

[74 FR 36558, June 28, 2010, as amended at 77
FR 24422, Apr. 24, 2012; 81 FR 43111, July 1,
2016]

Subpart B—Reports and Plans

§234.7 Accidents involving
crossing signal failure.

(a) Bach railroad shall report to FRA
every impact between on-track rail-
road equipment and an automobile,
bus, truck, motorcycle, bicycle, farm
vehicle, or pedestrian at a highway-rail
grade crossing involving an activation
failure. Notification shall be provided
to the National Response Center within
24 hours of occurrence at (800) 424-0201.
Complete reports shall thereafter be
filed with FRA pursuant to §234.9 of
this part (activation failure report) and
49 CFR 225.11 (accident/ incident re-
port).

(b) Each telephone report must state
the:

(1) Name of the railroad;

(2) Name, title, and telephone num-
ber of the individual making the re-
port;

(3) Time, date, and location of acci-
dent;

(4) U. S. DOT-AAR Grade Crossing
Identification Number;

(5) Circumstances of the accident, in-
cluding operating details of the grade
crossing warning device;

(6) Number of persons killed or in-
jured, if any;

grade

§234.11

(7) Maximum authorized train speed;
and

(8) Posted highway speed limit, if
known.

§234.9 Grade crossing signal system
failure reports.

Each railroad shall report to FRA
within 15 days each activation failure
of a highway-rail grade crossing warn-
ing system. FRA Form No. 6180-83,
‘“‘Highway-Rail Grade Crossing Warn-
ing System Failure Report,” shall be
used for this purpose and completed in
accordance with instructions printed
on the form.

§234.11 State highway-rail
crossing action plans.

grade

(a) Purpose. The purpose of this sec-
tion is to reduce collisions at highway-
rail grade crossings in the ten States
that have had the most highway-rail
grade crossing collisions, on average,
during the calendar years 2006, 2007,
and 2008. This section does not restrict
any other State, or other entity, from
adopting a highway-rail grade crossing
action plan. This section also does not
restrict any of the States required to
develop action plans under this section
from adopting a highway-rail grade
crossing action plan with additional or
more stringent requirements not in-
consistent with this section.

(b) Application. This section applies
to the ten States that have had the
most highway-rail grade crossing colli-
sions, on average, during the calendar
years 2006, 2007, and 2008.

(c) Action plans. (1) The ten identified
States shall each develop a State high-
way-rail grade crossing action plan and
submit such a plan to FRA for review
and approval not later than August 27,
2011.

(2) A State highway-rail grade cross-
ing action plan shall:

(i) Identify specific solutions for im-
proving safety at crossings, including
highway-rail grade crossing closures or
grade separations;

(ii) Focus on crossings that have ex-
perienced multiple accidents or are at
high risk for such accidents; and

(iii) Cover a five-year time period.

(d) Review and approval. (1) State
highway-rail grade crossing action
plans required under paragraph (c) of
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this section shall be submitted for FRA
review and approval using at least one
of the following methods: Mail to the
Associate Administrator for Railroad
Safety/Chief Safety Officer, U.S. De-
partment of Transportation, Federal
Railroad Administration, 1200 New Jer-
sey Ave., SE., Washington, DC 20590; or
e-mail to rrs.correspondence@fra.dot.gov.

(2) FRA will review and approve or
disapprove a State highway-rail grade
crossing action plan submitted pursu-
ant to paragraph (d) of this section
within 60 days of receipt.

(3) If the proposed State highway-rail
grade crossing action plan is dis-
approved, FRA will notify the affected
State as to the specific areas in which
the proposed plan is deficient. A State
shall correct all deficiencies within 30
days following receipt of written notice
from FRA.

(4) FRA may condition the awarding
of any grants under 49 U.S.C. 20158,
20167, or 22501 to an identified State on
the development of an FRA approved
State highway-rail grade crossing ac-
tion plan.

[75 FR 36559, June 28, 2010]

Subpart C—Response to Credible
Reports of Warning System
Malfunction at Highway-Rail
Grade Crossings

§234.101 Employee notification rules.

Each railroad shall issue rules requir-
ing its employees to report to persons
designated by that railroad, by the
quickest means available, any warning
system malfunction.

§234.103 Timely response to report of
malfunction.

(a) Upon receipt of a credible report
of a warning system malfunction, a
railroad having maintenance responsi-
bility for the warning system shall
promptly investigate the report and de-
termine the nature of the malfunction.
The railroad shall take appropriate ac-
tion as required by §234.207.

(b) Until repair or correction of the
warning system is completed, the rail-
road shall provide alternative means of
warning highway traffic and railroad
employees in accordance with §§234.105,
234.106 or 234.107 of this part.

49 CFR Ch. Il (10-1-16 Edition)

(c) Nothing in this subpart requires
repair of a warning system, if, acting
in accordance with applicable State
law, the railroad proceeds to dis-
continue or dismantle the warning sys-
tem. However, until repair, correction,
discontinuance, or dismantling of the
warning system is completed, the rail-
road shall comply with this subpart to
ensure the safety of the traveling pub-
lic and railroad employees.

§234.105 Activation failure.

Upon receipt of a credible report of
warning system malfunction involving
an activation failure, a railroad having
maintenance responsibility for the
warning system shall promptly initiate
efforts to warn highway users and rail-
road employees at the subject crossing
by taking the following actions:

(a) Prior to any train’s arrival at the
crossing, notify the train crew of the
report of activation failure and notify
any other railroads operating over the
crossing;

(b) Notify the law enforcement agen-
cy having jurisdiction over the cross-
ing, or railroad police capable of re-
sponding and controlling vehicular
traffic; and

(c) Provide for alternative means of
actively warning highway users of ap-
proaching trains, consistent with the
following requirements (see appendix B
for a summary chart of alternative
means of warning):

(1)) If an appropriately equipped
flagger provides warning for each di-
rection of highway traffic, trains may
proceed through the crossing at normal
speed.

(ii) If at least one uniformed law en-
forcement officer (including a railroad
police officer) provides warning to
highway traffic at the crossing, trains
may proceed through the crossing at
normal speed.

(2) If an appropriately equipped
flagger provides warning for highway
traffic, but there is not at least one
flagger providing warning for each di-
rection of highway traffic, trains may
proceed with caution through the
crossing at a speed not exceeding 15
miles per hour. Normal speed may be
resumed after the locomotive has
passed through the crossing.
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(3) If there is not an appropriately
equipped flagger or uniformed law en-
forcement officer providing warning to
highway traffic at the crossing, each
train must stop before entering the
crossing and permit a crewmember to
dismount to flag highway traffic to a
stop. The locomotive may then proceed
through the crossing, and the flagging
crewmember may reboard the loco-
motive before the remainder of the
train proceeds through the crossing.

(d) A locomotive’s audible warning
device shall be activated in accordance
with railroad rules regarding the ap-
proach to a grade crossing.

§234.106 Partial activation.

Upon receipt of a credible report of a
partial activation, a railroad having
maintenance responsibility for the
warning system shall promptly initiate
efforts to warn highway users and rail-
road employees at the subject crossing
in the same manner as required for
false activations (§234.107).

§234.107

Upon receipt of a credible report of a
false activation, a railroad having
maintenance responsibility for the
highway-rail grade crossing warning
system shall promptly initiate efforts
to warn highway users and railroad
employees at the crossing by taking
the following actions:

(a) Prior to a train’s arrival at the
crossing, notify the train crew of the
report of false activation and notify
any other railroads operating over the
crossing;

(b) Notify the law enforcement agen-
cy having jurisdiction over the cross-
ing, or railroad police capable of re-
sponding and controlling vehicular
traffic; and

(c) Provide for alternative means of
actively warning highway users of ap-
proaching trains, consistent with the
following requirements (see Appendix
B for a summary chart of alternative
means of warning).

(1)(i) If an appropriately equipped
flagger is providing warning for each
direction of highway traffic, trains
may proceed through the crossing at
normal speed.

(ii) If at least one uniformed law en-
forcement officer (including a railroad

False activation.

§234.109

police officer) provides warning to
highway traffic at the crossing, trains
may proceed through the crossing at
normal speed.

(2) If there is not an appropriately
equipped flagger providing warning for
each direction of highway traffic, or if
there is not at least one uniformed law
enforcement officer providing warning,
trains with the locomotive or cab car
leading, may proceed with caution
through the crossing at a speed not ex-
ceeding 15 miles per hour. Normal
speed may be resumed after the loco-
motive has passed through the cross-
ing. In the case of a shoving move, a
crewmember shall be on the ground to
flag the train through the crossing.

(3) In lieu of complying with para-
graphs (c) (1) or (2) of this section, a
railroad may temporarily take the
warning system out of service if the
railroad complies with all require-
ments of §234.105, ‘‘Activation failure.”

(d) A locomotive’s audible warning
device shall be activated in accordance
with railroad rules regarding the ap-
proach to a grade crossing.

§234.109 Recordkeeping.

(a) Bach railroad shall keep records
pertaining to compliance with this sub-
part. Records may be kept on forms
provided by the railroad or by elec-
tronic means. Each railroad shall keep
the following information for each
credible report of warning system mal-
function:

(1) Location of crossing (by highway
name and DOT/AAR Crossing Inventory
Number);

(2) Time and date of receipt by rail-
road of report of malfunction;

(3) Actions taken by railroad prior to
repair and reactivation of repaired sys-
tem; and

(4) Time and date of repair.

(b) Each railroad shall retain for at
least one year (from the latest date of
railroad activity in response to a cred-
ible report of malfunction) all records
referred to in paragraph (a) of this sec-
tion. Records required to be kept shall
be made available to FRA as provided
by 49 U.S.C. 20107 (formerly 208 of the
Federal Railroad Safety Act of 1970 (45
U.S.C. 437)).
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Subpart D—Maintenance,
Inspection, and Testing

MAINTENANCE STANDARDS

§234.201 Location of plans.

Plans required for proper mainte-
nance and testing shall be kept at each
highway-rail grade crossing warning
system location. Plans shall be legible
and correct.

§234.203 Control circuits.

All control circuits that affect the
safe operation of a highway-rail grade
crossing warning system shall operate
on the fail-safe principle.

§234.205 Operating characteristics of
warning system apparatus.

Operating characteristics of electro-
magnetic, electronic, or electrical ap-
paratus of each highway-rail crossing
warning system shall be maintained in
accordance with the limits within
which the system is designed to oper-
ate.

§234.207 Adjustment, repair,
placement of component.

(a) When any essential component of
a highway-rail grade crossing warning
system fails to perform its intended
function, including but not limited to
failures resulting in an activation fail-
ure, partial activation, or false activa-
tion, the cause shall be determined and
the faulty component adjusted, re-
paired, or replaced without undue
delay.

(b) If the failure of an essential com-
ponent results in an activation failure,
partial activation, or false activation,
as defined in §234.5, a railroad shall
take appropriate action under §234.105,
Activation failure, §234.106, Partial ac-
tivation, or §234.107, False activation,
until adjustment, repair, or replace-
ment of the essential component is
completed.

[79 FR 49715, Aug. 22, 2014]

or re-

§234.209 Interference with
functioning of system.

normal

(a) The normal functioning of any
system shall not be interfered with in
testing or otherwise without first tak-
ing measures to provide for safety of

49 CFR Ch. Il (10-1-16 Edition)

highway traffic that depends on normal
functioning of such system.

(b) Interference includes, but is not
limited to:

(1) Trains, locomotives or other rail-
road equipment standing within the
system’s approach circuit, other than
normal train movements or switching
operations, where the warning system
is not designed to accommodate those
activities.

(2) Not providing alternative methods
of maintaining safety for the highway
user while testing or performing work
on the warning systems or on track
and other railroad systems or struc-
tures which may affect the integrity of
the warning system.

§234.211 Security of warning system
apparatus.

Highway-rail grade crossing warning
system apparatus shall be secured
against unauthorized entry.

§234.213 Grounds.

(a) General. Except as provided in
paragraph (b) of this section, each cir-
cuit that affects the proper functioning
of a highway-rail grade crossing warn-
ing system shall be kept free of any
ground or combination of grounds that
will permit a current flow of 75 percent
or more of the value necessary to re-
tain a permissive state of a safety ap-
pliance.

(b) Ezxception. Paragraph (a) of this
section does not apply to the following:
(1) Circuits that include track rail;

(2) Alternating current power dis-
tribution circuits that are grounded in
the interest of safety;

(3) Circuitry internal to
processor-based appliances;

(4) Circuitry internal to semicon-
ductor-based memory; and

(5) Common return wires of grounded
common return single break circuits.

[79 FR 49715, Aug. 22, 2014]

micro-

§234.215 Standby power system.

A standby source of power shall be
provided with sufficient capacity to op-
erate the warning system for a reason-
able length of time during a period of
primary power interruption. The des-
ignated capacity shall be specified on
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the plans required by §234.201 of this
part.

[66 FR 49560, Sept. 28, 2001]

§234.217 Flashing light units.

(a) Each flashing light unit shall be
properly positioned and aligned and
shall be visible to a highway user ap-
proaching the crossing.

(b) Each flashing light unit shall be
maintained to prevent dust and mois-
ture from entering the interior of the
unit. Roundels and reflectors shall be
clean and in good condition.

(c) All light units shall flash alter-
nately. The number of flashes per
minute for each light unit shall be 35
minimum and 65 maximum.

§234.219 Gate arm lights and light
cable.

Each gate arm light shall be main-
tained in such condition to be properly
visible to approaching highway users.
Lights and light wire shall be secured
to the gate arm.

§234.221 Lamp voltage.

The voltage at each lamp shall be
maintained at not less than 85 percent
of the prescribed rating for the lamp.

§234.223 Gate arm.

Each gate arm, when in the down-
ward position, shall extend across each
lane of approaching highway traffic
and shall be maintained in a condition
sufficient to be clearly viewed by ap-
proaching highway users. Each gate
arm shall start its downward motion
not less than three seconds after flash-
ing lights begin to operate and shall as-
sume the horizontal position at least
five seconds before the arrival of any
normal train movement through the
crossing. At those crossings equipped
with four quadrant gates, the timing
requirements of this section apply to
entrance gates only.

§234.225 Activation of warning sys-
tem.

A highway-rail grade crossing warn-
ing system shall be maintained to acti-
vate in accordance with the design of
the warning system, but in no event
shall it provide less than 20 seconds
warning time for the normal operation

§234.235

of through trains before the grade
crossing is occupied by rail traffic.

§234.227 Train detection apparatus.

(a) Train detection apparatus shall be
maintained to detect a train or railcar
in any part of a train detection circuit,
in accordance with the design of the
warning system.

(b) If the presence of sand, rust, dirt,
grease, or other foreign matter is
known to prevent effective shunting, a
railroad shall take appropriate action
under §234.105, ‘‘Activation failure,” to
safeguard highway users.

§234.229 Shunting sensitivity.

Each highway-rail grade crossing
train detection circuit shall detect the
application of a shunt of 0.06 ohm re-
sistance when the shunt is connected
across the track rails of any part of the
circuit.

§234.231 Fouling wires.

Each set of fouling wires in a high-
way-rail grade crossing train detection
circuit shall consist of at least two dis-
crete conductors. Each conductor shall
be of sufficient conductivity and shall
be maintained in such condition to en-
sure proper operation of the train de-
tection apparatus when the train de-
tection circuit is shunted. Installation
of a single duplex wire with single plug
acting as fouling wires is prohibited.
Existing installations having single du-
plex wires with a single plug for fouling
wires may be continued in use until
they require repair or replacement.

§234.233 Rail joints.

Each non-insulated rail joint located
within the limits of a highway-rail
grade crossing train detection circuit
shall be bonded by means other than
joint bars and the bonds shall be main-
tained in such condition to ensure elec-
trical conductivity.

§234.235 Insulated rail joints.

Each insulated rail joint used to sep-
arate train detection circuits of a high-
way-rail grade crossing shall be main-
tained to prevent current from flowing
between rails separated by the insula-
tion in an amount sufficient to cause a
failure of the train detection circuit.
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§234.237
cuit.

Reverse switch cut-out -cir-

A switch, when equipped with a
switch circuit controller connected to
the point and interconnected with
warning system circuitry, shall be
maintained so that the warning system
can only be cut out when the switch
point is within one-half inch of full re-
verse position.

§234.239 Tagging of wires and inter-
ference of wires or tags with signal
apparatus.

Each wire shall be tagged or other-
wise so marked that it can be identi-
fied at each terminal. Tags and other
marks of identification shall be made
of insulating material and so arranged
that tags and wires do not interfere
with moving parts of the apparatus.
This requirement applies to each wire
at each terminal in all housings includ-
ing switch circuit controllers and ter-
minal or junction boxes. This require-
ment does not apply to flashing light
units, gate arm light units and other
auxiliary light units. The local wiring
on a solid state crossing controller
rack does not require tags if the wiring
is an integral part of the solid state
equipment.

§234.241 Protection of insulated wire;
splice in underground wire.

Insulated wire shall be protected
from mechanical injury. The insulation
shall not be punctured for test pur-
poses. A splice in underground wire
shall have insulation resistance at
least equal to that of the wire spliced.

§234.243 Wire on pole line and aerial
cable.

Wire on a pole line shall be securely
attached to an insulator that is prop-
erly fastened to a cross arm or bracket
supported by a pole or other support.
Wire shall not interfere with, or be
interfered with by, other wires on the
pole line. Aerial cable shall be sup-
ported by messenger wire. An open-
wire transmission line operating at
voltage of 750 volts or more shall be
placed not less than 4 feet above the
nearest cross arm carrying active
warning system circuits.

49 CFR Ch. Il (10-1-16 Edition)

§234.245 Signs.

Each sign mounted on a highway-rail
grade crossing signal post shall be
maintained in good condition and be
visible to the highway user.

INSPECTIONS AND TESTS

§234.247 Purpose of inspections and
tests; removal from service of relay
or device failing to meet test re-
quirements.

(a) The inspections and tests set
forth in §§234.249 through 234.271 are re-
quired at highway-rail grade crossings
located on in service railroad tracks
and shall be made to determine if the
warning system and its component
parts are maintained in a condition to
perform their intended function.

(b) If a railroad elects not to comply
with the requirements of §§234.249
through 234.271 because all tracks over
the grade crossing are out of service or
the railroad suspends operations during
a portion of the year, and the grade
crossing warning system is also tempo-
rarily taken out of service, a full in-
spection and all required tests must be
successfully completed before railroad
operations over the grade crossing re-
sume.

(c) Any electronic device, relay, or
other electromagnetic device that fails
to meet the requirements of tests re-
quired by this part shall be removed
from service and shall not be restored
to service until its operating charac-
teristics are in accordance with the
limits within which such device or
relay is designed to operate.

[61 FR 31806, June 20, 1996, as amended at 66
FR 49560, Sept. 28, 2001]

§234.249 Ground tests.

A test for grounds on each energy bus
furnishing power to circuits that affect
the safety of warning system operation
shall be made when such energy bus is
placed in service and at least once each
month thereafter.

§234.251 Standby power.

Standby power shall be tested at
least once each month.
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§234.253 Flashing light units and lamp
voltage.

(a) Each flashing light unit shall be
inspected when installed and at least
once every twelve months for proper
alignment and frequency of flashes in
accordance with installation specifica-
tions.

(b) Lamp voltage shall be tested
when installed and at least once every
12 months thereafter.

(c) Each flashing light unit shall be
inspected for proper visibility, dirt and
damage to roundels and reflectors at
least once each month.

§234.255 Gate arm and gate mecha-
nism.

(a) Each gate arm and gate mecha-
nism shall be inspected at least once
each month.

(b) Gate arm movement shall be ob-
served for proper operation at least
once each month.

(c) Hold-clear devices shall be tested
for proper operation at least once every
12 months.

§234.257 Warning system operation.

(a) Bach highway-rail crossing warn-
ing system shall be tested to determine
that it functions as intended when it is
placed in service. Thereafter, it shall
be tested at least once each month and
whenever modified or disarranged.

(b) Warning bells or other stationary
audible warning devices shall be tested
when installed to determine that they
function as intended. Thereafter, they
shall be tested at least once each
month and whenever modified or dis-
arranged.

§234.259 Warning time.

Each crossing warning system shall
be tested for the prescribed warning
time at least once every 12 months and
when the warning system is modified
because of a change in train speeds.
Electronic devices that accurately de-
termine actual warning time may be
used in performing such tests.

§234.261 Highway traffic signal pre-
emption.

Highway traffic signal pre-emption
interconnections, for which a railroad
has maintenance responsibility, shall
be tested at least once each month.

§234.267

§234.263 Relays.

(a) Except as stated in paragraph (b)
of this section, each relay that affects
the proper functioning of a crossing
warning system shall be tested at least
once every four years.

(b)(1) Alternating current vane type
relays, direct current polar type relays,
and relays with soft iron magnetic
structure shall be tested at least once
every two years.

(2) Alternating current centrifugal
type relays shall be tested at least once
every 12 months.

(c) Testing of relays requiring testing
on four year intervals shall be com-
pleted in accordance with the following
schedule:

(1) Not less than 50% by the end of
calendar year 1996;

(2) Not less than a total of 75% by the
end of calendar year 1997; and

(3) One hundred percent by the end of
calendar year 1998.

(d) Testing of relays requiring testing
on two year intervals shall be com-
pleted by the end of calendar year 1996.

§234.265 Timing relays and timing de-
vices.

Each timing relay and timing device
shall be tested at least once every
twelve months. The timing shall be
maintained at not less than 90 percent
nor more than 110 percent of the 41 pre-
determined time interval. The pre-
determined time interval shall be
shown on the plans or marked on the
timing relay or timing device. Timing
devices which perform internal func-
tions associated with motion detectors,
motion sensors, and grade crossing pre-
dictors are not subject to the require-
ments of this section.

§234.267 Insulation resistance tests,
wires in trunking and cables.

(a) Insulation resistance tests shall
be made when wires or cables are in-
stalled and at least once every ten
years thereafter.

(b) Insulation resistance tests shall
be made between all conductors and
ground, between conductors in each
multiple conductor cable, and between
conductors in trunking. Insulation re-
sistance tests shall be performed when
wires, cables, and insulation are dry.
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(c) Subject to paragraph (d) of this
section, when insulation resistance of
wire or cable is found to be less than
500,000 ohms, prompt action shall be
taken to repair or replace the defective
wire or cable. Until such defective wire
or cable is replaced, insulation resist-
ance tests shall be made annually.

(d) A circuit with a conductor having
an insulation resistance of less than
200,000 ohms shall not be used.

(e) Required insulation resistance
testing that does not conform to the
required testing schedule of this sec-
tion shall be completed in accordance
with the following schedule:

(1) Not less than 50% by the end of
calendar year 1996;

(2) Not less than a total of 75% by the
end of calendar year 1997; and

(3) One hundred percent by the end of
calendar year 1998.

§234.269 Cut-out circuits.

Each cut-out circuit shall be tested
at least once every three months to de-
termine that the circuit functions as
intended. For purposes of this section,
a cut-out circuit is any circuit which
overrides the operation of automatic
warning systems. This includes both
switch cut-out circuits and devices
which enable personnel to manually
override the operation of automatic
warning systems.

§234.271 Insulated rail joints, bond

wires, and track connections.

Insulated rail joints, bond wires, and
track connections shall be inspected at
least once every three months.

§234.273 Results of inspections and
tests.

(a) Results of inspections and tests
made in compliance with this part
shall be recorded on forms provided by
the railroad, or by electronic means,
subject to approval by the Associate
Administrator for Safety. Each record
shall show the name of the railroad,
AAR/DOT inventory number, place and
date, equipment tested, results of tests,
repairs, replacements, adjustments
made, and condition in which the appa-
ratus was left.

(b) Each record shall be signed or
electronically coded by the employee
making the test and shall be filed in

49 CFR Ch. Il (10-1-16 Edition)

the office of a supervisory official hav-
ing jurisdiction. Records required to be
kept shall be made available to FRA as
provided by 49 U.S.C. 20107 (formerly
§208 of the Federal Railroad Safety Act
of 1970 (45 U.S.C. 437)).

(c) Each record shall be retained
until the next record for that test is
filed but in no case for less than one
year from the date of the test.

REQUIREMENTS FOR PROCESSOR-BASED
SYSTEMS

§234.275 Processor-based systems.

(a) Applicable definitions. The defini-
tions in §236.903 of this chapter shall
apply to this section, where applicable.

(b) Use of performance standard au-
thorized or required. (1) In lieu of com-
pliance with the requirements of this
subpart, a railroad may elect to qualify
an existing processor-based product
under part 236, subparts H or I, of this
chapter.

(2) Highway-rail grade crossing warn-
ing systems, subsystems, or compo-
nents that are processor-based and that
are first placed in service after June 6,
2005, which contain new or novel tech-
nology, or which provide safety-critical
data to a railroad signal or train con-
trol system that is governed by part
236, subpart H or I, of this chapter,
shall also comply with those require-
ments. New or novel technology refers
to a technology not previously recog-
nized for use as of March 7, 2005.

(3) Products designed in accordance
with subparts A through D of this part,
which are not in service but are in the
developmental stage prior to December
5, 2005 (or for which a request for exclu-
sion was submitted prior to June 6, 2005
pursuant to §236.911 of this chapter),
may be excluded from the require-
ments of part 236, subpart H of this
chapter upon notification to FRA by
March 6, 2006, if placed in service by
December 5, 2008 (or March 7, 2008 for
those products for which a request for
exclusion was submitted to FRA prior
to June 6, 2005). Railroads may con-
tinue to implement and use these prod-
ucts and components from these exist-
ing products. A railroad may at any
time elect to have products that are
excluded made subject to 49 CFR part
236, subpart H, by submitting a Product
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Safety Plan as prescribed in §236.913 of
this chapter and otherwise complying
with part 236, subpart H of this chap-
ter.

(c) Plan justifications. The Product
Safety Plan in accordance with 49 CFR
236.907—or a PTC Development Plan
and PTC Safety Plan required to be
filed in accordance with 49 CFR 236.1013
and 236.1015—must explain how the per-
formance objective sought to be ad-
dressed by each of the particular re-
quirements of this subpart is met by
the product, why the objective is not
relevant to the product’s design, or
how the safety requirements are satis-
fied using alternative means. Deviation
from those particular requirements is
authorized if an adequate explanation
is provided, making reference to rel-
evant elements of the applicable plan,
and if the product satisfies the per-
formance standard set forth in §236.909
of this chapter. (See §236.907(a)(14) of
this chapter.)

(d) Specific requirements. The fol-
lowing exclusions from the latitude
provided by this section apply:

(1) Nothing in this section authorizes
deviation from applicable design re-
quirements for automated warning de-
vices at highway-rail grade crossings in
the Manual on Uniform Traffic Control
Devices (MUTCD), 2000 Millennium
Edition, Federal Highway Administra-
tion (FHWA), dated December 18, 2000,
including Errata #1 to MUTCD 2000
Millennium Edition dated June 14, 2001
(http://mutcd.fhwa.dot.gov/).

(2) Nothing in this section authorizes
deviation from the following require-
ments of this subpart:

(i) §234.207(b) (Adjustment, repair, or
replacement of a component);

(ii) §234.209(b) (Interference with nor-
mal functioning of system);

(iii) §234.211 (Security of warning sys-
tem apparatus);

(iv) §234.217 (Flashing light units);

(v) §234.219 (Gate arm lights and light
cable);

(vi) §234.221 (Lamp voltage);

(vii) §234.223 (Gate arm);

(viii) §234.225 (Activation of warning
system);

(ix) §234.227 (Train detection appa-
ratus)—if a train detection circuit is
employed to determine the train’s pres-
ence;

§234.301

(x) §234.229 (Shunting sensitivity)—if
a conventional track circuit is em-
ployed;

(xi) §234.231 (Fouling wires)—if a con-
ventional train detection circuit is em-
ployed;

(xii) §234.233 (Rail joints)—if a track
circuit is employed;

(xiii) §234.235 (Insulated rail joints)—
if a track circuit is employed;

(xiv) §234.237 (Reverse switch cut-out
circuit); or

(xv) §234.245 (Signs).

(e) Separate justification for other than
fail-safe design. Deviation from the re-
quirement of §234.203 (Control circuits)
that circuits be designed on a fail-safe
principle must be separately justified
at the component, subsystem, and sys-
tem level using the criteria of §236.909
of this chapter.

(f) Software management control for
certain systems not subject to a perform-
ance standard. Any processor-based sys-
tem, subsystem, or component subject
to this part, which is not subject to the
requirements of part 236, subpart H or
I, of this chapter but which provides
safety-critical data to a signal or train
control system shall be included in the
software management control plan re-
quirements as specified in §236.18 of
this chapter.

[70 FR 72384, Dec. 5, 2005, as amended at 75
FR 2698, Jan. 15, 2010]

Subpart E—Emergency Nofifica-
tion Systems for Telephonic
Reporting of Unsafe Condi-
tions at Highway-Rail and
Pathway Grade Crossings

SOURCE: 77 FR 35191, June 12, 2012, unless
otherwise noted.

§234.301 Definitions.

As used in this subpart—

Answering machine means either a de-
vice or a voicemail system that allows
a telephone caller to leave a recorded
message to report an unsafe condition
at a highway-rail or pathway grade
crossing, as described in §234.303(c) and
(d), and the railroad is able to retrieve
the recorded message either remotely
or on-site.

Automated answering system means a
type of answering system that directs a
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telephone caller to a single menu of op-
tions, where the caller has the choice
to select one of the available options to
report an unsafe condition at a high-
way-rail or pathway grade crossing, as
described in §234.303(c) and (d), and im-
mediately after selecting one of the
available menu options, the caller is
transferred to a live telephone oper-
ator.

Class II and Class III have the mean-
ing assigned by regulations of the Sur-
face Transportation Board (49 CFR part
1201; General Instructions 1-1), as those
regulations may be revised and applied
by order of the Board (including modi-
fications in class threshold based on
revenue deflator adjustments).

Dispatches a train or dispatches trains
means dispatches or otherwise provides
the authority for the movement of the
train or trains through a highway-rail
or pathway grade crossing.

Dispatching railroad means a railroad
that dispatches or otherwise provides
the authority for the movement of one
or more trains through a highway-rail
or pathway grade crossing.

Emergency Notification System means a
system in place by which a railroad re-
ceives, processes, and responds to tele-
phonic reports of an unsafe condition
at a highway-rail or pathway grade
crossing. An Emergency Notification
System includes the following compo-
nents:

(1) The signs, placed and maintained
at the grade crossings that display the
information necessary for the public to
report an unsafe condition at the grade
crossing to the dispatching railroad by
telephone;

(2) The method that the railroad uses
to receive and process a telephone call
reporting the unsafe condition;

(3) The remedial actions that a rail-
road takes to address the report of the
unsafe condition; and

(4) The recordkeeping conducted by a
railroad in response to the report of
the unsafe condition at the grade cross-
ing.

ENS means Emergency Notification
System as defined in this section.

Farm grade crossing means a type of
highway-rail grade crossing where a
private roadway used for the move-
ment of farm motor vehicles, farm ma-
chinery, or livestock in connection

49 CFR Ch. Il (10-1-16 Edition)

with agricultural pursuits, forestry, or
other land-productive purposes crosses
one or more railroad tracks at grade.

Highway-rail and pathway grade cross-
ing means a highway-rail grade cross-
ing and a pathway grade crossing.

Highway-rail or pathway grade crossing
means either a highway-rail grade
crossing or a pathway grade crossing.

Maintaining railroad means the entity
(e.g., track owner or lessee) that is re-
sponsible for maintenance of the high-
way-rail or pathway grade crossing
warning device, or for maintenance of
other aspects of the highway-rail or
pathway grade crossing. If the mainte-
nance responsibility is handled by a
contractor, such as maintaining a
grade crossing warning system or track
structure at the highway-rail or path-
way grade crossing, then the con-
tractor is considered the ‘‘maintaining
railroad’” for the purposes of this sub-
part.

Pathway grade crossing means a path-
way that crosses one or more railroad
tracks at grade and that is—

(1) Explicitly authorized by a public
authority or a railroad;

(2) Dedicated for the use of non-ve-
hicular traffic, including pedestrians,
bicyclists, and others; and

(3) Not associated with a public high-
way, road, or street, or a private road-
way.

Public report of warning system mal-
function or public report of warning sys-
tem malfunction at a highway-rail grade
crossing means a report that contains
specific information regarding a warn-
ing system malfunction at a highway-
rail grade crossing that is supplied to a
railroad via the ENS by a member of
the public who does not belong to one
of the categories of individuals listed
in the definition of Credible report of
warning system malfunction or credible
report of warning system malfunction at a
highway-rail grade crossing in §234.5.

Third-party telephone service means a
service that receives telephonic reports
of unsafe conditions at highway-rail
and pathway grade crossings on behalf
of a railroad. A third-party telephone
service that receives reports on behalf
of a dispatching railroad is the only en-
tity between the receipt of the report
from the telephone caller and the
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transmission of the report to the dis-
patching railroad. A third-party tele-
phone service that receives reports on
behalf of a maintaining railroad is the
only entity between the receipt of the
report from a dispatching railroad and
the transmission of the report to the
maintaining railroad.

Warning system failure at a pathway
grade crossing means failure of an ac-
tive pathway grade crossing warning
system to perform as intended.

§234.303 Emergency notification sys-
tems for telephonic reporting of un-
safe conditions at highway-rail and
pathway grade crossings.

(a) Duty of dispatching railroad in gen-
eral. Bach railroad shall establish and
maintain a toll-free telephone service
by which the railroad can directly and
promptly receive telephone calls from
the public reporting specific informa-
tion about any of the conditions listed
in paragraph (c) of this section with re-
spect to a highway-rail grade crossing
and paragraph (d) of this section with
respect to a pathway grade crossing
through which the railroad dispatches
a train, except as provided in para-
graphs (b) and (e) of this section, and in
§234.306(a). The dispatching railroad
shall either have a live person answer
calls directly and promptly, or use an
automated answering system or a
third-party telephone service for the
purpose of receiving reports pursuant
to this section, except as provided in
paragraph (b) of this section.

(b) Exceptions for certain railroads. If a
dispatching railroad operates in ac-
cordance with either of the conditions
set forth in this paragraph, the rail-
road is not subject to the general du-
ties stated in the last sentence of para-
graph (a) of this section.

(1) If a railroad dispatches one or
more trains through a highway-rail or
pathway grade crossing, each of which
is authorized to travel through the
crossing at speeds not greater than 20
miles per hour (mph), the railroad may
use an answering machine to receive
calls regarding unsafe conditions at
such a crossing. If using an answering
machine pursuant to this paragraph,
the railroad must retrieve its messages
immediately prior to the start of its
operations each day.

§234.303

(2) If a railroad dispatches one or
more trains through a highway-rail or
pathway grade crossing on a seasonal
or intermittent basis (e.g., tourist, bi-
weekly service, or non-24-hour service),
and any of the trains is authorized to
travel through the crossing at speeds
greater than 20 mph, the railroad may
use an answering machine to receive
calls regarding unsafe conditions at
such a crossing, but only during hours
of non-operation. If using an answering
machine pursuant to this paragraph
(b), during periods of non-operation,
the railroad must retrieve its messages
daily. However, the railroad must re-
trieve its messages immediately prior
to the start of its operations for the
day, and during hours of operation the
dispatching railroad shall either have a
live person answer calls directly and
promptly, use an automated answering
system, or employ a third-party tele-
phone service, in accordance with para-
graph (a) of this section, to receive re-
ports regarding unsafe conditions at
crossings through which it dispatches
trains.

(c) Reportable wunsafe conditions at
highway-rail grade crossings. Each rail-
road shall establish a service pursuant
to paragraph (a) of this section, except
as provided in paragraphs (b) and (e) of
this section, and in §234.306(a), to re-
ceive telephone calls regarding the fol-
lowing conditions with respect to a
highway-rail grade crossing through
which it dispatches a train:

(1) A warning system malfunction at
the highway-rail grade crossing;

(2) A disabled vehicle or other ob-
struction blocking a railroad track at
the highway-rail grade crossing;

(3) An obstruction to the view of a
pedestrian or a vehicle operator for a
reasonable distance in either direction
of a train’s approach to the highway-
rail grade crossing; or

(4) Any information relating to any
other unsafe condition at the highway-
rail grade crossing.

(d) Reportable wunsafe conditions at
pathway grade crossings. Each railroad
shall establish a service pursuant to
paragraph (a) of this section, except as
provided in paragraphs (b) and (e) of
this section, and in §234.306(a), to re-
ceive telephone calls regarding the fol-
lowing conditions with respect to a
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pathway grade crossing through which
it dispatches a train:

(1) A failure of the active warning
system at the pathway grade crossing
to perform as intended;

(2) An obstruction blocking a rail-
road track at the pathway grade cross-
1ng;

(3) An obstruction to the view of a
pathway grade crossing user for a rea-
sonable distance in either direction of
a train’s approach to the pathway
grade crossing; or

(4) Any information relating to any
other unsafe condition at the pathway
grade crossing.

(e) Class II or Class III railroads. A
Class II or Class III railroad that dis-
patches one or more trains through a
highway-rail or pathway grade crossing
within an area in which the use of a
non-toll-free number would not incur
any additional fees for the caller than
if a toll-free number were used, may
use that non-toll-free number to re-
ceive calls pursuant to paragraph (a) of
this section regarding each such cross-
ing in that area.

(f) Reports not made through the ENS.
If a report of an unsafe condition at a
highway-rail or pathway grade crossing
is not made through the telephone
service described in paragraph (a) of
this section, this subpart E does not
apply to that report.

§234.305 Remedial actions in response
to reports of unsafe conditions at
highway-rail and pathway grade
crossings.

(a) General rule on response to credible
report of warning system malfunction at a
highway-rail grade crossing. (1) If a rail-
road receives a credible report of a
warning system malfunction at a high-
way-rail grade crossing pursuant to
§234.303(c)(1) and the railroad has main-
tenance responsibility for the warning
system to which the report pertains,
then it shall take the appropriate ac-
tion required by subpart C of this part.

(2) If a railroad receives a credible re-
port of a warning system malfunction
at a highway-rail grade crossing pursu-
ant to §234.303(c)(1) and the railroad
has dispatching responsibility for the
crossing, but does not have mainte-
nance responsibility for the warning
system to which the report pertains, it
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shall promptly contact all trains that
are authorized to operate through the
highway-rail grade crossing in an effort
to notify the train crews of the re-
ported malfunction prior to each
train’s arrival at the crossing. After
contacting the appropriate trains, the
railroad shall then promptly contact
the maintaining railroad and inform it
of the reported malfunction. The main-
taining railroad shall then take the ap-
propriate action required by subpart C
of this part.

(b) General rule on response to public
report of warning system malfunction at a
highway-rail grade crossing. (1) If a rail-
road receives a public report of a warn-
ing system malfunction at a highway-
rail grade crossing pursuant to
§234.303(c)(1) and the railroad has main-
tenance responsibility for the warning
system to which the report pertains,
the railroad shall promptly contact all
trains that are authorized to operate
through the highway-rail grade cross-
ing in an effort to notify the train
crews of the reported malfunction prior
to each train’s arrival at the crossing.
After contacting the appropriate
trains, the railroad shall then prompt-
ly contact the law enforcement agency
having jurisdiction over the highway-
rail grade crossing and provide the nec-
essary information for the law enforce-
ment agency to direct traffic or carry
out other activities to maintain safety
at the highway-rail grade crossing. The
railroad shall then promptly inves-
tigate the report, determine the nature
of the malfunction and take the appro-
priate action required by §234.207.

(2) If a railroad receives a public re-
port of a warning system malfunction
at a highway-rail grade crossing warn-
ing system pursuant to §234.303(c)(1)
and the railroad does not have mainte-
nance responsibility for the warning
system at the highway-rail grade cross-
ing, it shall promptly contact all trains
that are authorized to operate through
the highway-rail grade crossing to
which the report pertains in an effort
to notify the train crews of the re-
ported malfunction prior to each
train’s arrival at the crossing. After
contacting the appropriate trains, the
railroad shall then promptly contact
the law enforcement agency having ju-
risdiction over the highway-rail grade
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crossing and provide the necessary in-
formation for the law enforcement
agency to direct traffic or carry out
other activities to maintain safety at
the highway-rail grade crossing. The
railroad shall then promptly contact
the maintaining railroad and inform it
of the reported malfunction. The main-
taining railroad shall then promptly
investigate the report, determine the
nature of the malfunction, and take
the appropriate action required by
§234.207.

(c) General rule on response to report of
warning system failure at a pathway
grade crossing. (1) If a railroad receives
a report of a warning system failure at
a pathway grade crossing pursuant to
§234.303(d)(1) and the railroad has
maintenance responsibility for the
warning system to which the report
pertains, the railroad shall promptly
contact all trains that are authorized
to operate through the pathway grade
crossing in an effort to notify the train
crews of the reported failure prior to
each train’s arrival at the crossing.
After contacting the appropriate
trains, the railroad shall then prompt-
ly contact the law enforcement agency
having jurisdiction over the pathway
grade crossing and provide the nec-
essary information for the law enforce-
ment agency to direct traffic or carry
out other activities to maintain safety
at the pathway grade crossing. The
railroad shall then promptly inves-
tigate the report, determine the nature
of the failure, and without undue delay
repair the active warning system if
necessary.

(2) If a railroad receives a report of
warning system failure at a pathway
grade crossing pursuant to
§234.303(d)(1), but does not have main-
tenance responsibility for the warning
system to which the report pertains,
the railroad shall promptly contact all
trains that are authorized to operate
through the pathway grade crossing to
which the report pertains in an effort
to notify the train crews of the re-
ported failure prior to each train’s ar-
rival at the crossing. After contacting
the appropriate trains, the railroad
shall then promptly contact the law
enforcement agency having jurisdic-
tion over the pathway grade crossing
and provide the necessary information
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for the law enforcement agency to di-
rect traffic or carry out other activi-
ties to maintain safety at the pathway
grade crossing. The railroad shall then
promptly contact the maintaining rail-
road and inform it of the reported fail-
ure. The maintaining railroad shall
then promptly investigate the report,
determine the nature of the failure,
and without undue delay repair the
warning system if necessary.

(d) General rule on response to report of
a disabled vehicle or other obstruction
blocking a railroad track at a highway-
rail or pathway grade crossing. (1) If a
railroad receives a report of a disabled
vehicle or other obstruction blocking a
railroad track at a highway-rail or
pathway grade crossing, pursuant to
§234.303(c)(2) or (d)(2), and the railroad
has maintenance responsibility for the
crossing to which the report pertains,
the railroad shall promptly contact all
trains that are authorized to operate
through the crossing in an effort to no-
tify the train crews of the reported ob-
struction prior to each train’s arrival
at the crossing. After contacting the
appropriate trains, the railroad shall
then promptly contact the law enforce-
ment agency having jurisdiction over
the crossing to provide it with the in-
formation necessary to assist in the re-
moval of the reported track obstruc-
tion or to carry out other activities to
maintain safety at the crossing. The
railroad shall then promptly inves-
tigate the report, determine the nature
of the obstruction, and without undue
delay take the necessary action to
have the obstruction removed.

(2) If a railroad receives a report of a
disabled vehicle or other obstruction
blocking a railroad track at a highway-
rail or pathway grade crossing, pursu-
ant to §234.303(c)(2) or (d)(2), but does
not have maintenance responsibility
for the crossing to which the report
pertains, the railroad shall promptly
contact all trains that are authorized
to operate through the crossing to
which the report pertains in an effort
to notify the train crews of the re-
ported obstruction prior to each train’s
arrival at the crossing. After con-
tacting the appropriate trains, the rail-
road shall then promptly contact the
law enforcement agency having juris-
diction over the crossing to provide it
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with the information necessary to as-
sist in the removal of the reported
track obstruction or to carry out other
activities to maintain safety at the
crossing. The railroad shall then
promptly contact the maintaining rail-
road and inform it of the reported ob-
struction. The maintaining railroad
shall then promptly investigate the re-
port, determine the nature of the ob-
struction, and without undue delay
take the necessary action to have the
obstruction removed.

(e) Special rule on contacting a train
that is mot required to have communica-
tion equipment. If a railroad is not re-
quired by §220.9 of this chapter to have
a working radio or working wireless
communications in each occupied con-
trolling locomotive of its trains and
the railroad receives a report pursuant
to §234.303(c)(1), (c)(2), (d)(1), or (d)2)
about a highway-rail or pathway cross-
ing that any of the trains is authorized
to operate through, the railroad shall
promptly contact the occupied control-
ling locomotive of the train as required
by paragraph (a), (b), (¢), or (d) of this
§234.305 by the quickest means avail-
able consistent with §220.13(a) of this
chapter.

(f) General rule on response to report of
an obstruction of view at a highway-rail
or pathway grade crossing. (1) Upon re-
ceiving a report pursuant to
§234.303(c)(3) or (d)(3), the railroad, if it
is both the dispatching and the main-
taining railroad, shall timely inves-
tigate the report and remove the ob-
struction if it is lawful and feasible to
do so.

(2) If the dispatching railroad is not
also the maintaining railroad, it shall
promptly contact the maintaining rail-
road, which shall timely investigate
the report and remove the obstruction
if it is lawful and feasible to do so.

(g) General rule on response to report of
other unsafe condition at a highway-rail
or pathway grade crossing. Upon receiv-
ing a report pursuant to §234.303(c)(4)
or (d)(4) related to the maintenance of
a crossbuck sign or other similar grade
crossing safety device or any other un-
safe condition (such as a pot hole that
could cause injury or damage) not cov-
ered by paragraph (a), (b), or (¢) of this
§234.305, the railroad, if it is both the
dispatching and the maintaining rail-
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road, shall timely investigate the re-
port; and, if the railroad finds that the
unsafe condition exists, it shall timely
correct it if it is lawful and feasible to
do so. If the dispatching railroad is not
also the maintaining railroad, it shall
timely inform the maintaining rail-
road, which shall timely investigate
the report; and, if the maintaining rail-
road finds that the unsafe condition ex-
ists, it shall timely correct it if it is
lawful and feasible to do so.

(h) General rule on a maintaining rail-
road’s responsibilities for receiving reports
of unsafe conditions at highway-rail and
pathway grade crossings. (1) In general.
If the dispatching railroad is required
under this section to contact the main-
taining railroad, the maintaining rail-
road shall—

(i) Provide the dispatching railroad
with sufficient contact information by
which the dispatching railroad may
timely contact the maintaining rail-
road upon receipt of a report; and

(ii) Have either a live person answer
calls directly and promptly, or use an
automated answering system for the
purpose of receiving a call from the
dispatching railroad of a report of an
unsafe condition, except as provided in
paragraph (h)(2) of this section.

(2) Exceptions for use of a third-party
telephone service and answering machine
by a maintaining railroad. (i) If a main-
taining railroad is responsible for the
maintenance of a highway-rail or path-
way grade crossing through which a
railroad dispatches one or more trains,
each of which is authorized to travel
through the crossing at speeds not
greater than 20 mph, the maintaining
railroad may use a third-party tele-
phone service, in accordance with
§234.307, or an answering machine to
receive reports from a dispatching rail-
road of unsafe conditions at such a
crossing. If using an answering ma-
chine pursuant to this paragraph, the
railroad must retrieve its messages im-
mediately prior to the start of its oper-
ations for the day.

(ii) If a maintaining railroad is re-
sponsible for the maintenance of a
highway-rail or pathway grade crossing
only on a seasonal or intermittent
basis (e.g., tourist, biweekly service, or
non-24-hour service), the maintaining
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railroad may use a third-party tele-
phone service, in accordance with
§234.307, or an answering machine to
receive reports from a dispatching rail-
road of unsafe conditions at such a
crossing. If using an answering ma-
chine pursuant to this paragraph, dur-
ing periods of non-operation, the main-
taining railroad must retrieve its mes-
sages daily. However, the railroad must
retrieve its messages immediately
prior to the start of its operations for
the day, and during hours of operation
the railroad shall either have a live
person answer calls directly or use an
automated answering system to receive
reports regarding unsafe conditions at
such a crossing.

§234.306 Multiple dispatching or
maintaining railroads with respect
to the same highway-rail or path-
way grade crossing; appointment of
responsible railroad.

(a) Duty of multiple dispatching rail-
roads to appoint a primary dispatching
railroad for the crossing. (1) Where more
than one railroad dispatches a train
through the same highway-rail or path-
way grade crossing, the dispatching
railroads for the crossing shall appoint
one of the railroads to be the primary
dispatching railroad for the crossing
and, as such, the primary dispatching
railroad for the crossing shall do the
following:

(i) Provide its emergency telephone
number to the railroad responsible for
the placement and maintenance of the
ENS sign(s) at the crossing;

(ii) Receive all reports through ENS
of unsafe conditions at the crossing as
required by §234.303;

(iii) After receiving a report of an un-
safe condition at the crossing, prompt-
ly contact all other railroads that dis-
patch trains through the crossing to
warn them of the reported unsafe con-
dition, and, as appropriate, promptly
contact the maintaining railroad(s) for
the crossing as required by §234.305;
and

(iv) Otherwise carry out its duties
under this subpart as a dispatching
railroad for the crossing, with respect
to the crossing.

(2) After receiving a report of an un-
safe condition at the crossing from the
appointed dispatching railroad, each of
the other dispatching railroad(s) to

§234.307

which the report pertains shall carry
out the remedial action required by
§234.305 and the recordkeeping required
by §234.313.

(b) Duty of multiple maintaining rail-
roads to appoint a railroad responsible for
the placement and maintenance of the
ENS sign(s). (1) Where more than one
railroad maintains the same crossing,
the maintaining railroads for the cross-
ing shall appoint one of the railroads
to be responsible for the placement and
maintenance of the ENS sign(s) at the
crossing pursuant to §§234.309 and
234.311.

(2) The railroad appointed under
paragraph (b)(1) of this section shall
display on the ENS sign(s) at the cross-
ing the emergency telephone number of
the dispatching railroad for the cross-
ing or, if more than one railroad dis-
patches a train through the crossing,
the emergency telephone number of the
primary dispatching railroad for the
crossing identified under paragraph (a)
of this section.

(¢) Duty of multiple maintaining rail-
roads with respect to remedial action at
the crossing. Where there are multiple
maintaining railroads for a crossing,
the dispatching railroad (or, if more
than one railroad dispatches a train
through the crossing, the primary dis-
patching railroad for the crossing
under paragraph (a) of this section)
upon receipt of a report of an unsafe
condition, shall promptly contact and
inform the appropriate maintaining
railroad(s) for the crossing of the re-
ported problem. After each maintain-
ing railroad for the crossing receives a
report of an unsafe condition at the
crossing that pertains to its mainte-
nance responsibilities for the crossing,
the maintaining railroad shall carry
out the remedial action required by
§234.305 and the recordkeeping required
by §234.313.

§234.307 Use of third-party telephone
service by dispatching and main-
taining railroads.

(a) General use of a third-party tele-
phone service by a dispatching railroad. A
dispatching railroad may use a third-
party telephone service to receive re-
ports of unsafe conditions at highway-
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rail and pathway grade crossings pur-
suant to §234.303. If a dispatching rail-
road chooses to use a third-party tele-
phone service, the third-party tele-
phone service shall be reached directly
and promptly by the telephone number
displayed on the ENS sign pursuant to
§234.309. The third-party telephone
service may use an automated answer-
ing system for the purpose of receiving
such reports. The dispatching railroad
shall have a live person answer calls di-
rectly and promptly from the third-
party telephone service, unless per-
mitted pursuant to §234.303(b) to use an
answering machine. The dispatching
railroad shall ensure that the third-
party telephone service complies with
the applicable requirements of §234.307.

(b) General use of a third-party tele-
phone service by a maintaining railroad.
Pursuant to §234.305(h)(2), a maintain-
ing railroad that either maintains a
highway-rail or pathway grade crossing
on a seasonal or intermittent basis
(e.g., tourist, biweekly service, or non-
24 hours service), or a crossing through
which a railroad dispatches one or
more trains, each of which is author-
ized to travel through the crossing at
speeds not greater than 20 mph, may
use a third-party telephone service to
receive reports of unsafe conditions at
such a crossing from a dispatching rail-
road. The third-party telephone service
may use an automated answering sys-
tem for the purpose of receiving such
reports. The maintaining railroad shall
receive reports from the third-party
telephone service by either having a
live person answer calls directly and
promptly, or using an answering ma-
chine. If using an answering machine
pursuant to this paragraph, the rail-
road must use the answering machine
in accordance with §234.305(h)(2). The
maintaining railroad shall ensure that
the third-party telephone service com-
plies with the applicable requirements
of §234.307.

(c) Duties of third-party telephone serv-
ice in contacting dispatching and main-
taining railroads. Upon receiving a re-
port pursuant to §§234.303 or 234.305, on
behalf of either the dispatching rail-
road or maintaining railroad, respec-
tively, the third-party telephone serv-
ice shall immediately contact the rail-
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road, and, at a minimum, provide it
with the following information:

(1) The nature of the reported unsafe
condition;

(2) The location of the unsafe condi-
tion, including the U.S. DOT National
Crossing Inventory number for the
crossing;

(3) Whether the person reporting the
unsafe condition is a railroad em-
ployee, law enforcement officer, high-
way traffic official, or other employee
of a public agency acting in an official
capacity;

(4) The date and time that the report
was received by the third-party tele-
phone service; and

(5) Any additional information pro-
vided by the caller that may be useful
to restore the crossing to a safe condi-
tion.

(d) Duties of railroad using third-party
telephone service. If a dispatching or
maintaining railroad uses a third-party
telephone service to receive reports of
unsafe conditions at a highway-rail or
pathway grade crossing, the railroad
shall—

(1) Provide the third-party telephone
service with sufficient contact infor-
mation by which the third-party tele-
phone service may immediately con-
tact the railroad upon receipt of a re-
port;

(2) Inform FRA in writing, before the
implementation of such a service, of
the railroad’s intent to use a third-
party telephone service, and provide
FRA with contact information for the
third-party telephone service and infor-
mation identifying the highway-rail
and pathway grade crossings about
which the third-party telephone service
will receive reports;

(3) Inform FRA in writing within 30
days following any changes in the use
or discontinuance of a third-party tele-
phone service; and

(4) Take appropriate action required
by §234.305, upon being contacted by
the third-party telephone service about
a report.

(e) Third-party telephone service and
railroad responsibilities. If a railroad
uses a third-party telephone service to
receive reports pursuant to §§234.303 or
234.305, the third-party telephone serv-
ice is responsible for carrying out the
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duties of this section and record-
keeping duties under §234.313, and, if
applicable under §234.315. In addition,
the railroad remains responsible for
any acts or omissions of the third-
party telephone service it utilizes that
violate the provisions of this section or
the recordkeeping requirements under
§234.313, and, if applicable under
§234.315.

§234.309 ENS signs in general.

(a) Provision of information. If the dis-
patching railroad and the maintaining
railroad(s) are not the same entity, the
dispatching railroad for a highway-rail
or pathway grade crossing shall pro-
vide to the maintaining railroad the
telephone number that is to be dis-
played on the ENS sign at the crossing,
not later than 180 calendar days before
the date that implementation of an
ENS is required.

(b) Information to be displayed. Each
ENS sign located at each highway-rail
or pathway grade crossing as required
by §234.311 shall display the necessary
information for the dispatching rail-
road to receive reports of unsafe condi-
tions at the crossing. This information,
at a minimum, includes the following:

(1) The toll-free telephone number (or
non-toll-free telephone number as pro-
vided for in §234.303(e)) established to
receive reports pursuant to §234.303(a);

(2) An explanation of the purpose of
the sign (e.g., ‘“Report emergency or
problem to  ’); and

(3) The U.S. DOT National Crossing
Inventory number assigned to that
crossing.

(c) Sign sice and other physical fea-
tures. Each ENS sign shall—

(1) Measure at least 12 inches wide by
9 inches high;

(2) Be retroreflective;

(3) Have legible text (i.e., letters and
numerals) with a minimum character
height of 1 inch for the information re-
quired in paragraph (b) of this section;
and

(4) Have white text set on a blue
background with a white border, except
that the U.S. DOT National Crossing
Inventory number may be black text
set on a white rectangular background.

§234.311

§234.311 ENS sign placement and

maintenance.

(a) Number of signs at highway-rail or
pathway grade crossing. (1) In general.
The maintaining railroad, or the rail-
road appointed pursuant to §234.306(b),
for a highway-rail or pathway grade
crossing shall place and maintain a
sign on each approach to the crossing
that conforms to §234.309, except as
provided in paragraph (a)(2) of this sec-
tion.

(2) Exceptions. (i) At a farm grade
crossing, the responsible railroad shall
place and maintain a minimum of one
sign that conforms to §234.309 at the
crossing.

(ii) At a railroad yard, or a port or
dock facility that does not meet the
definition of ‘‘plant railroad’ in §234.5,
the responsible railroad shall place and
maintain a minimum of one sign at
each vehicular entrance to the yard, or
the port or dock facility in accordance
with §234.309, in lieu of placing signs at
each crossing within the yard, or the
port or dock facility. Each sign must
be placed so that it is clearly visible to
a driver of a motor vehicle located at
the vehicular entrance to the yard, or
the port or dock facility.

(b) Placement of sign(s). (1) Each sign
required by paragraph (a) of this sec-
tion must be located at the crossing,
except as provided in paragraph
(a)(2)(ii) of this section, and main-
tained by the responsible railroad so
that the sign—

(i) Is conspicuous to users of the
roadway or pathway by day and night;

(ii) Does not obstruct any other sign
or traffic control device at the cross-
ng;

(iii) Does not limit the view of a
train approaching the highway-rail or
pathway grade crossing; and

(iv) If mounted on a post, has sup-
ports that are crashworthy (i.e., break-
away or yielding).

(2) A sign placed on the signal bun-
galow does not comply with paragraph
(b)(1)(Q) of this section.

(c) Repair or replacement of ENS sign.
If an ENS sign required by this subpart
is discovered by the responsible rail-
road to be missing, damaged, or in any
other way unusable to vehicular or pe-
destrian traffic, the responsible rail-
road shall repair or replace the sign no
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later than 30 calendar days from the
time of detection.

[77 FR 35191, June 12, 2012, as amended at 78
FR 16423, Mar. 15, 2013]

§234.313 Recordkeeping.

(a) In general. Each railroad subject
to this subpart shall keep records in
accordance with this section. Records
may be kept either on paper forms pro-
vided by the railroad or by electronic
means in a manner that conforms with
§234.315. Each dispatching railroad re-
sponsible for receiving reports pursu-
ant to §234.303(a), each third-party
telephone service responsible for re-
ceiving reports pursuant to §234.307,
and, if applicable, each maintaining
railroad shall keep, at a minimum, the
following information for each report
received under this subpart:

(1) The nature of the reported unsafe
condition;

(2) The location of the highway-rail
or pathway grade crossing, by highway
name, if applicable, and the U.S. DOT
National Crossing Inventory number.

(3) The time and date of receipt of
the report by the railroad;

(4) If applicable, whether the person
who provided the report was a railroad
employee, law enforcement officer,
highway traffic official, or other em-
ployee of a public agency acting in an
official capacity;

(5) Actions taken by the railroad
prior to resolving the reported unsafe
condition at the grade crossing (e.g.,
warning train crews, notifying the
maintaining railroad, or contacting
law enforcement or other public au-
thorities);

(6) If the reported unsafe condition is
substantiated, actions taken by the
railroad to remedy the reported unsafe
condition, if lawful and feasible;

(7) The time and date when the re-
ported unsafe condition was remedied;

(8) If no remedial action was taken,
the reason why; and

(9) If a dispatching railroad, in ac-
cordance with §234.305, is required to
contact a maintaining railroad, the
time and date when it contacted the
maintaining railroad.

(b) Records of credible reports of warn-
ing system malfunction. A railroad that
has maintenance responsibility over
warning devices at a highway-rail
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grade crossing and maintains records
pursuant to §234.109, shall be deemed to
comply with the recordkeeping re-
quirements of this subpart with regard
to credible reports of warning system
malfunctions.

(c) Records involving multiple dis-
patching or maintaining railroads. (1)
Where multiple railroads dispatch
trains through the same highway-rail
or pathway grade crossing and appoint
one railroad to receive telephonic re-
ports regarding unsafe conditions at
such crossings pursuant to §234.306, the
appointment must be recorded in writ-
ing and a copy of the document re-
tained by each railroad for the dura-
tion of the appointment or for one
year, whichever period is longer.

(2) Where multiple railroads have
maintenance responsibility for the
same highway-rail or pathway grade
crossing and they appoint one railroad
to be responsible for installing and
maintaining the ENS sign(s) at the
crossing pursuant to §234.306, the ap-
pointment must be recorded in writing
and a copy of the document retained by
each railroad for the duration of the
appointment or for one year, whichever
period is longer.

(d) Record retention period; records
availability. Each railroad shall retain
for at least one year (from the latest
date of railroad activity in response to
a report received under this subpart)
all records referred to in paragraphs (a)
and (b) of this section. Records re-
quired to be kept under this subpart
shall be made available to FRA as pro-
vided by 49 U.S.C. 20107.

§234.315 Electronic recordkeeping.

(a) If a railroad subject to this sub-
part maintains records required by this
subpart in electronic format in lieu of
on paper, the system for keeping the
electronic records must meet all of the
following conditions:

(1) The railroad adequately limits
and controls accessibility to the
records retained in its electronic data-
base system and identifies those indi-
viduals who have such access;

(2) The railroad has a terminal at the
location designated by the railroad as
the general office for the railroad sys-
tem and at each division headquarters;
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(3) Bach such terminal has a com-
puter and either a facsimile machine or
a printer connected to the computer to
retrieve and produce information in a
usable format for immediate review by
FRA representatives;

(4) The railroad has a designated rep-
resentative who is authorized to au-
thenticate retrieved information from
the electronic system as a true and ac-
curate copy of the electronically kept
record; and

(5) The railroad provides FRA rep-
resentatives with immediate access to
the record(s) for inspection and copy-
ing during normal business hours and
provides a printout of such record(s)
upon request.

(b) If a record required by this sub-
part is in the form of an electronic
record kept by an electronic record-
keeping system that does not comply
with paragraph (a) of this section, then
the record must be kept on paper.

§234.317 Compliance dates.

(a) Railroads without an ENS of any
kind. If a railroad subject to this sub-
part does not have an ENS of any kind
in place on August 13, 2012, the railroad
shall implement an ENS that conforms
to this subpart no later than Sep-
tember 1, 2015.

(b) Railroads with nonconforming ENS
telephone service. If a railroad subject to
this subpart already has its own ENS
telephone service or is using a third-
party ENS telephone service, and that
telephone service does not conform to
the requirements in §234.303 or §234.307,
respectively, on August 13, 2012, the
railroad shall comply with this subpart
no later than March 1, 2014, pursuant to
the exceptions in paragraphs (c), (d),
and (e) of §234.317.

(¢) Railroads with ENS signs of noncon-
forming size. (1) If a railroad subject to
this subpart already has ENS signs in
place, and those signs do not conform
to the requirements in §234.309 on Au-
gust 13, 2012, the railroad’s ENS signs
shall conform to §234.309 no later than
as required below:

(i) If the railroad’s sign size is great-
er than or equal to 60 square inches and
the height of the lettering on the sign
is greater than or equal to 3 inch for
the information required in
§234.309(b)(1) and (b)(3), and greater
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than or equal to 3s inch for the infor-
mation required in §234.309(b)(2) on Au-
gust 13, 2012, the railroad may main-
tain the sign for its useful life.

(ii) If the railroad’s sign size is great-
er than or equal to 60 square inches but
the height of the lettering is either less
than 3% inch for the information re-
quired in §234.309(b)(1) and (b)(3), or
less than 3s inch for the information
required in §234.309(b)(2) on August 13,
2012, the railroad’s sign must conform
to §234.309 no later than September 1,
2017.

(iii) If the railroad’s sign size is less
than 60 square inches, regardless of the
height of the lettering for the informa-
tion required in §234.309(b), on August
13, 2012, the railroad’s sign must con-
form to §234.309 no later than Sep-
tember 1, 2015.

(2) If the railroad chooses to replace
an ENS sign of non-conforming size be-
fore the applicable compliance date
stated, the railroad shall replace that
sign with a sign that conforms to
§234.309.

(d) Railroads with ENS signs having
nonconforming placement. If a railroad
subject to this subpart already has
ENS signs in place, and the placement
of those signs does not conform to the
requirements in §234.311 on August 13,
2012, the placement of the railroad’s
ENS signs shall conform to §234.311 no
later than September 1, 2017. If a rail-
road changes the placement of the sign
before September 1, 2017, the placement
of the sign must conform to §234.311. If
a railroad replaces a sign before Sep-
tember 1, 2017, so that the sign con-
forms to §234.309, and the placement of
that sign does not conform to §234.311,
the railroad shall also change the
placement of the sign so that it con-
forms to §234.311.

(e) Railroads with nonconforming ENS
recordkeeping. If a railroad subject to
this subpart already conducts record-
keeping as part of its ENS, and that
recordkeeping does not conform to
§234.313 or §234.315, the railroad’s rec-
ordkeeping shall conform to §234.313 or
§234.315 no later than March 1, 2014.

[77 FR 35191, June 12, 2012, as amended at 78
FR 16423, Mar. 15, 2013]
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Subpart F—Highway-Rail and
Pathway Crossing Inventory
Reporting

SOURCE: 80 FR 786, Jan. 6, 2015, unless oth-
erwise noted.

§234.401 Definitions.

As used in this subpart—

Class I has the meaning assigned by
regulations of the Surface Transpor-
tation Board (49 CFR part 1201; General
Instructions 1-1), as those regulations
may be revised and applied by order of
the Board (including modifications in

class threshold based on revenue
deflator adjustments).
Closed crossing means a location

where a previous crossing no longer ex-
ists because either the railroad tracks
have been physically removed, or each
pathway or roadway approach to the
crossing has been physically removed,
leaving behind no intersection of rail-
road tracks with either a pathway or
roadway. A grade-separated highway-
rail or pathway crossing that has been
physically removed is also considered a
closed crossing.

Crossing Inventory means the U.S.
DOT National Highway-Rail Crossing
Inventory.

FRA Associate Administrator means
the FRA Associate Administrator for
Railroad Safety/Chief Safety Officer.

General railroad system of transpor-
tation means the network of standard
gage track over which goods may be
transported throughout the nation and
passengers may travel between cities
and within metropolitan and suburban
areas.

General system railroad means a rail-
road that operates on track which is
part of the general railroad system of
transportation.

Highway-rail crossing means the loca-
tion where one or more railroad tracks
intersect with a public highway, road,
street, or private roadway, either at-
grade or grade-separated, including as-
sociated sidewalks.

Inventory Form means the U.S. DOT
Crossing Inventory Form (Form FRA F
6180.71).

Inventory Guide means the FRA
Guide for Preparing Highway-Rail
Crossing Inventory Forms in effect at

49 CFR Ch. Il (10-1-16 Edition)

the time of the submission of data to
the Crossing Inventory.

Inventory Number means the number
assigned to a highway-rail crossing or
pathway crossing in the Crossing In-
ventory.

Operating railroad means any railroad
or urban rapid transit operator that
operates one or more trains through a
highway-rail or pathway crossing on,
or connected to, the general railroad
system of transportation.

Pathway crossing means a pathway
that:

(1) Is explicitly authorized by a pub-
lic authority or a railroad;

(2) Is dedicated for the use of non-ve-
hicular traffic, including pedestrians,
bicyclists, and others;

(3) Is not associated with a public
highway, road, or street, or a private
roadway; and

(4) Crosses one or more railroad
tracks either at grade or grade-sepa-
rated.

Primary operating railroad means the
operating railroad that either owns or
maintains the track through the high-
way-rail or pathway crossing, unless
the crossing is located within a private
company, port, or dock area. If more
than one operating railroad either
owns or maintains the track through
the highway-rail or pathway crossing,
or if no operating railroad owns or
maintains the track through the high-
way-rail or pathway crossing, then the
operating railroad that operates the
highest number of trains through the
crossing is the primary operating rail-
road. In the event that there is only
one operating railroad that operates
one or more trains through a highway-
rail or pathway crossing, that oper-
ating railroad is the primary operating
railroad. For highway-rail and pathway
crossings that are located within a pri-
vate company, port, or dock area
(‘“‘private area’’), each railroad that
owns track leading to the private com-
pany, port, or dock area will be consid-
ered a primary operating railroad for
all crossings within the private area if
a general system railroad operates over
the railroad’s track leading to the pri-
vate area and through at least one
crossing within that area.
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Private crossing means a highway-rail
or pathway crossing that is not a pub-
lic crossing.

Public crossing means a highway-rail
or pathway crossing where the ap-
proaches are under the jurisdiction of
and maintained by a public authority
and open to public travel. All ap-
proaches must be under the jurisdic-
tion of the public authority and no ap-
proach may be on private property, un-
less State law or regulation provides
otherwise.

Temporary crossing means a highway-
rail or pathway crossing created to
serve a specific activity for a tem-
porary time period not to exceed six
months.

[80 FR 786, Jan. 6, 2015, as amended at 81 FR
37532, June 10, 2015]

§234.403 Submission of data to the
Crossing Inventory, generally.

(a) Highway-rail and pathway cross-
ing data shall be submitted to the
Crossing Inventory on the Inventory
Form. Except as provided in paragraph
(c) of this section, the Inventory Form
may be submitted in hard copy or elec-
tronically.

(b) The Inventory Form, or its elec-
tronic equivalent, shall be completed
in accordance with the Inventory
Guide. A copy of this guide may be ob-
tained from the Office of Railroad Safe-
ty, RRS-23, Federal Railroad Adminis-
tration, 1200 New Jersey Avenue SE.,
Washington, DC 20590. A copy of this
guide can also be viewed or downloaded
from FRA’s Safety Data Web site under
the Forms/Publications tab.

(c) Each Class I railroad shall submit
the data required by paragraph (a) of
this section to the Crossing Inventory
electronically.

(d) Reporting by State agencies on be-
half of operating railroads. A State agen-
cy may submit crossing data to the
Crossing Inventory on behalf of an op-
erating railroad. The State agency and
the operating railroad shall provide
written notice to the FRA Associate
Administrator that the State agency
has agreed to submit and update cross-
ing data for all of the operating rail-
road’s highway-rail and pathway cross-
ings within the state.

(e) Reporting by the parent corporation
on behalf of subsidiary railroads. (1) To

§234.405

satisfy the reporting requirements of
this section, a parent corporation may
submit crossing data to the Crossing
Inventory on behalf of one or more of
its subsidiary railroads. The parent
corporation shall provide written no-
tice to the FRA Associate Adminis-
trator that it has assumed reporting
and updating responsibility for all of
the subsidiary railroad’s highway-rail
and pathway crossings. The written no-
tification shall include the following:

(i) A list of all subsidiary railroads
for which the parent corporation will
submit and update highway-rail and
pathway crossing data;

(ii) A statement signed by an official
of the parent corporation affirming
that the parent corporation agrees to
submit and update all of the highway-
rail and pathway crossing data for the
named subsidiary railroad(s); and

(iii) A statement that the parent cor-
poration agrees to be subject to en-
forcement action for noncompliance
with the reporting or updating require-
ments of this subpart.

(2) The parent corporation shall pro-
vide immediate written notification to
the FRA Associate Administrator of
any change in the list of subsidiary op-
erating railroads for which it has as-
sumed reporting and updating responsi-
bility.

(3) The parent corporation shall sub-
mit the data required by paragraph (a)
of this section to the Crossing Inven-
tory electronically.

[80 FR 786, Jan. 6, 2015, as amended at 81 FR
37532, June 10, 2015]

§234.405 Submission of initial data to
the Crossing Inventory for pre-
viously unreported crossings.

(a) Duty of primary operating railroad.
(1)(i) With the exception of highway-
rail and pathway crossings located in a
railroad yard, passenger station, or
within a private company, port, or
dock area, each primary operating rail-
road shall assign an Inventory Number
to each previously unreported high-
way-rail and pathway crossing through
which it operates.

(ii) A primary operating railroad
shall assign one or more Inventory
Numbers to previously unreported
highway-rail and pathway crossings
through which it operates, which are
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located in a railroad yard, passenger
station, or within a private company,
port, or dock area.

(2) With the exception of highway-
rail and pathway crossings that are lo-
cated within a private company, port,
or dock area, the primary operating
railroad shall provide the assigned In-
ventory Number to each operating rail-
road that operates one or more trains
through the previously unreported
highway-rail or pathway crossing no
later than January 6, 2016.

(3) Each primary operating railroad
shall submit accurate Inventory
Forms, or their electronic equivalent,
to the Crossing Inventory for the pre-
viously unreported highway-rail and
pathway crossings through which it op-
erates, no later than August 9, 2016.
The Inventory Form, or its electronic
equivalent, shall reference the assigned
Inventory Number for the crossing(s)
and shall be completed and submitted
consistent with §234.403 and the Inven-
tory Guide.

(b) Duty of operating railroad when op-
erating railroads operate on separate
tracks. For each previously unreported
highway-rail and pathway crossing
where operating railroads operate
trains on separate tracks through the
crossing, each operating railroad (other
than the primary operating railroad)
shall submit accurate crossing data
specified in the Inventory Guide to the
Crossing Inventory no later than Au-
gust 9, 2016. The Inventory Form, or its
electronic equivalent, which contains
this crossing data shall reference the
Inventory Number assigned to the
crossing by the primary operating rail-
road and shall be completed and sub-
mitted in accordance with §234.403.

(c) Duty of all operating railroads. Un-
less a written certification statement
has been provided by the primary oper-
ating railroad in accordance with para-
graph (d) of this section, each oper-
ating railroad, other than the primary
operating railroad, that operates
through a previously unreported high-
way-rail or pathway crossing (except a
temporary crossing) for which a com-
pleted Inventory Form, or its elec-
tronic equivalent, has not been sub-
mitted to the Crossing Inventory in ac-
cordance with paragraph (a) of this sec-
tion shall notify the FRA Associate
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Administrator in writing of this over-
sight. Written notification provided by
the operating railroad shall include, at
a minimum, the latitudinal and longi-
tudinal coordinates for each previously
unreported highway-rail or pathway
crossing for which a completed Inven-
tory Form, or its electronic equivalent,
has not been submitted to the Crossing
Inventory in accordance with para-
graph (a) of this section.

(d) State-maintained crossing data. If a
primary operating railroad requests
State-maintained crossing data from
the appropriate State agency respon-
sible for maintaining highway-rail and
pathway crossing data, the primary op-
erating railroad may send a copy of its
written request for State-maintained
crossing data to the FRA Associate Ad-
ministrator and to each operating rail-
road that operates through the cross-
ing. FRA will consider the written re-
quest to be an affirmative defense to
potential liability for failure to timely
submit an accurate Inventory Form, or
its electronic equivalent, as required
by paragraph (a)(3) of this section if
the primary operating railroad:

(1) Provides a copy of its written re-
quest for State-maintained crossing
data to the FRA Associate Adminis-
trator and to each operating railroad
that operates through the crossing; and

(2) Submits the requested State-
maintained crossing data to the Cross-
ing Inventory within 60 days of receipt.

[80 FR 786, Jan. 6, 2015, as amended at 81 FR
37532, June 10, 2015]

§234.407 Submission of initial data to
the Crossing Inventory for new
crossings.

(a) Duty of primary operating railroad.
(1)(i) With the exception of highway-
rail and pathway crossings that are lo-
cated in a railroad yard, a passenger
station, or within a private company,
port, or dock area, each primary oper-
ating railroad shall assign an Inven-
tory Number to each new highway-rail
and pathway crossing through which it
operates.

(ii) A primary operating railroad
shall assign one or more Inventory
Numbers to new highway-rail and path-
way crossings through which it oper-
ates, which are located in a railroad
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yvard, passenger station, or within a
private company, port, or dock area.

(iii) An Inventory Number shall not
be assigned to a temporary crossing,
nor shall an Inventory Form be sub-
mitted to the Crossing Inventory for a
temporary crossing.

(2) With the exception of highway-
rail and pathway crossings that are lo-
cated within a private company, port,
or dock area, the primary operating
railroad shall provide the assigned In-
ventory Number to each operating rail-
road that operates one or more trains
through the new highway-rail or path-
way crossing no later than four (4)
months after the crossing becomes
operational or January 6, 2016, which-
ever occurs later.

(3) Each primary operating railroad
shall submit accurate Inventory
Forms, or their electronic equivalent,
to the Crossing Inventory for new high-
way-rail and pathway crossings
through which it operates, no later
than six (6) months after the crossing
becomes operational. The Inventory
Form, or its electronic equivalent,
shall reference the assigned Inventory
Number for the crossing(s) and shall be
completed and submitted in accordance
with §234.403.

(b) Duty of Operating Railroad when
operating railroads operate on separate
tracks. For each new highway-rail and
pathway crossing where operating rail-
roads operate trains on separate tracks
through the crossing, each operating
railroad shall submit accurate crossing
data specified in the Inventory Guide
to the Crossing Inventory no later than
six (6) months after the crossing be-
comes operational. The Inventory
Form, or its electronic equivalent,
which contains this crossing data shall
reference the Inventory Number as-
signed to the crossing by the primary
operating railroad and shall be com-
pleted and submitted consistent with
§234.403 and the Inventory Guide.

(c) Duty of all operating railroads. Un-
less a written certification statement
has been provided by the primary oper-
ating railroad in accordance with para-
graph (d) of this section, each oper-
ating railroad, other than the primary
operating railroad, that operates
through a new highway-rail or pathway
crossing (except a temporary crossing)

§234.409

for which a completed Inventory Form,
or its electronic equivalent, has not
been submitted to the Crossing Inven-
tory in accordance with paragraph (a)
of this section shall notify the FRA As-
sociate Administrator in writing of
this oversight. Written mnotification
provided by the operating railroad
shall include, at a minimum, the lati-
tudinal and longitudinal coordinates
for each new and unreported highway-
rail or pathway crossing for which a
completed Inventory Form, or its elec-
tronic equivalent, has not been sub-
mitted to the Crossing Inventory in ac-
cordance with paragraph (a) of this sec-
tion.

(d) State-maintained crossing data. If a
primary operating railroad requests
State-maintained crossing data from
the appropriate State agency respon-
sible for maintaining highway-rail and
pathway crossing data, the primary op-
erating railroad may send a copy of its
written request for State-maintained
crossing data to the FRA Associate Ad-
ministrator and to each operating rail-
road that operates through the cross-
ing. FRA will consider the written re-
quest to be an affirmative defense to
potential liability for failure to timely
submit an accurate Inventory Form, or
its electronic equivalent, as required
by paragraph (a)(3) of this section if
the primary operating railroad:

(1) Provides a copy of its written re-
quest for State-maintained crossing
data to the FRA Associate Adminis-
trator and to each operating railroad
that operates through the crossing no
later than six (6) months after the
crossing becomes operational; and

(2) Submits the requested State-
maintained crossing data to the Cross-
ing Inventory within 60 days of receipt.

[80 FR 786, Jan. 6, 2015, as amended at 81 FR
37533, June 10, 2015]

§234.409 Submission of periodic up-
dates to the Crossing Inventory.

(a) Duty of primary operating railroad.
Each primary operating railroad shall
submit up-to-date and accurate cross-
ing data to the Crossing Inventory for
each highway-rail and pathway cross-
ing (except for a grade-separated or

803



§234.411

closed highway-rail or pathway cross-
ing) through which it operates, con-
sistent with the Inventory Guide. Up-
dated crossing data shall be submitted
to the Crossing Inventory at least
every three (3) years from the date of
the most recent submission of data by
the primary operating railroad (or on
behalf of the primary operating rail-
road) for the crossing or August 9, 2016,
whichever occurs later. For hard-copy
submissions to Crossing Inventory, this
three-year period shall be measured
from mailing date of the most recent
submission of data by the primary op-
erating railroad (or on behalf of the
primary operating railroad).

(b) Duty of operating railroad when op-
erating railroads operate on separate
tracks. For each highway-rail and path-
way crossing where operating railroads
operate trains on separate tracks
through the crossing, each operating
railroad shall submit up-to-date and
accurate crossing data for certain spec-
ified data fields on the Inventory
Form, or its electronic equivalent, to
the Crossing Inventory at least every
three (3) years from the date of the
most recent submission of data by that
operating railroad (or on behalf of that
operating railroad) for the crossing or
August 9, 2016, whichever occurs later.
For hard-copy submissions to Crossing
Inventory, this three-year period shall
be measured from mailing date of the
most recent submission of data by the
operating railroad (or on behalf of the
operating railroad). The Inventory
Form, or its electronic equivalent,
shall be completed and submitted con-
sistent with §234.403 and the Inventory
Guide.

[81 FR 37533, June 10, 2016]

§234.411 Changes requiring submis-
sion of updated information to the
Crossing Inventory.

(a) Crossing sale. (1) If a railroad that
is not a primary operating railroad
sells all or part of a highway-rail or
pathway crossing on or after June 10,
2016, it shall report the crossing sale to
the primary operating railroad within
three (3) months of the date of sale.

(2) If the primary operating railroad:

(i) Sells all or part of a highway-rail
or pathway crossing on or after June
10, 2016 for which it has reporting and
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updating responsibility under this sub-
part; or

(ii) Is notified of the sale of all or
part of a highway-rail or pathway
crossing on or after June 10, 2016 under
paragraph (a)(1) of this section, then
the primary operating railroad shall
submit an Inventory Form, or its elec-
tronic equivalent, which reflects the
crossing sale to the Crossing Inventory
consistent with §234.403 and the Inven-
tory Guide within three (3) months of
the date of sale or three months of no-
tification, respectively.

(b) Crossing closure. The primary op-
erating railroad shall report the clo-
sure of any highway-rail or pathway
crossing that occurs on or after June
10, 2016 to the Crossing Inventory with-
in three (3) months of the date on
which the crossing is closed. The pri-
mary operating railroad shall submit
an Inventory Form, or its electronic
equivalent, that reflects closure of the
crossing to the Crossing Inventory con-
sistent with §234.403 and the Inventory
Guide.

(c) Changes in crossing characteristics.
(1) The primary operating railroad
shall report any change in crossing sur-
face or change in warning device at a
public highway-rail grade crossing that
occurs on or after June 10, 2016 to the
Crossing Inventory within three (3)
months of the date of the change. The
primary operating railroad shall sub-
mit an Inventory Form, or its elec-
tronic equivalent, that reflects up-to-
date and accurate crossing data for the
crossing (including the change in cross-
ing surface or change in warning de-
vice) to the Crossing Inventory con-
sistent with §234.403 and the Inventory
Guide.

(2) For purposes of this subpart, a
‘“‘change in warning device’’ means the
addition or removal of a crossbuck,
yield or stop sign, flashing lights, or
gates at a public highway-rail grade
crossing. The installation of a
crossbuck, yield or stop sign, flashing
lights, or gates that will be in place for
less than six months does not con-
stitute a ‘‘change in warning device”
for purposes of this subpart.

[81 FR 37533, June 10, 2016]
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§234.413 Recordkeeping.

(a) BEach railroad subject to this sub-
part shall keep records in accordance
with this section. Records may be kept
either on paper or by electronic means
in a manner that conforms with
§234.415.

(b) Each operating railroad, including
the primary operating railroad, respon-
sible for submitting information to the
Crossing Inventory in accordance with
this subpart shall, at a minimum,
maintain the following information for
each required Inventory Form:

(1) A duplicate copy of each Inven-
tory Form submitted in hard copy to
the Crossing Inventory; or

(2) A copy of the electronic confirma-
tion received from FRA after elec-
tronic submission of crossing data to
the Crossing Inventory.

(c) Each railroad shall identify the
locations where a copy of any record
required to be retained by this subpart
is accessible for inspection and
photocopying by maintaining a list of
such establishment locations at the of-
fice where the railroad’s reporting offi-
cer conducts his or her official busi-
ness.

(d) Each operating railroad shall re-
tain for at least four (4) years from the
date of submission to the Crossing In-
ventory all records referred to in para-
graphs (a) and (b) of this section.
Records required to be kept under this
subpart shall be made available to FRA
as provided by 49 U.S.C. 20107.

§234.415 Electronic recordkeeping.

(a) If a railroad subject to this sub-
part maintains records required by this
subpart in electronic format in lieu of
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paper, the system for keeping the elec-
tronic records must meet all of the fol-
lowing conditions:

(1) The railroad adequately limits
and controls accessibility to the
records retained in its electronic data-
base system and identifies those indi-
viduals who have such access;

(2) The railroad has a terminal at the
office where the railroad’s reporting of-
ficer conducts his or her official busi-
ness and at each location designated by
the railroad as having a copy of any
record required to be retained by this
subpart that is accessible for inspec-
tion and photocopying;

(3) Each such terminal has a com-
puter and either a facsimile machine or
a printer connected to a computer to
retrieve and produce information in a
usable format for immediate review by
FRA representatives;

(4) The railroad has a designated rep-
resentative who is authorized to au-
thenticate retrieved information from
the electronic system as a true and ac-
curate copy of the electronically kept
record; and

(5) The railroad provides FRA rep-
resentatives with immediate access to
the record(s) for inspection and copy-
ing during normal business hours and
provides a printout of such record(s)
upon request.

(b) If a record required by this sub-
part is in the form of an electronic
record kept by an electronic record-
keeping system that does not comply
with paragraph (a) of this section, then
the record must be kept on paper in ac-
cordance with the recordkeeping re-
quirements contained in §234.413.

APPENDIX A TO PART 234—SCHEDULE OF CIVIL PENALTIES!

. - Willful
Section Violation violation
Subpart B—Reports
234.7 Accidents involving grade crossing signal failure ..............ccoooiiiii $5,000 $7,500
234.9 Grade crossing signal system failure reports ............. RN 2,500 5,000
Subpart C—Response to Reports of Warning System Malfunction

Sec.
234.101 Employee notification rules et eee e e aeeeeeetteeeaareeeeea—eeeeaataeeeaanreeeeaaaes 2,500 5,000
234.103 Timely response to report of Malfunction ..............ccceoririincinircece e 2,500 5,000

234.105 Activation failure

(a) Failure to NOtify—train CrEWS ........ccoiiiiiiiier e 5,000 7,500
Other railroads .......... et —e e e b e et ee e —e e ee e et aeateaaaeeraenaaen 5,000 7,500
(b) Failure to notify law enforcement agency RN 2,500 5,000
(c) Failure to comply with—flagging requirements ...............coccoeviiiiiiiiinnccccnes 5,000 5,000
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. - Willful
Section Violation violation
Speed restrictions ..... e ————— 5,000 7,500
(d) Failure to activate horn or whistle ......... 5,000 7,500
234.106 Partial activation
(a) Failure to notify—train crews 5,000 7,500
Other railroads .......... 5,000 7,500
(b) Failure to notify law enforcement agency 2,500 5,000
(c) Failure to comply with—flagging requirements speed restrlcllons 5,000 7,500
(d) Failure to activate horn or whistle ......... 5,000 7,500
234.107 False activation
(a) Failure to notify—train crews e 5,000 7,500
Other railroads .......... 5,000 7,500
(b) Failure to notify law enforcement agency RN 2,500 5,000
(c) Failure to comply with—flagging reqwrements 5,000 7,500
Speed restrictions ..... 5,000 7,500
(d) Failure to activate horn or whistle ......... 5,000 7,500
234.109 Recordkeeping . . e ——————— 1,000 2,000
Subpart D—Malntenance, Inspectlon and Testlng
Maintenance Standards:
234.201 Location of plans e 1,000 2,000
234.203 Control circuits . 1,000 2,000
234.205 Operating characteristics of warnlng system apparatus 2,500 5,000
234.207 Adjustment, repair, or replacement of component . 2,500 5,000
234.209 Interference with normal functioning of system ..... 5,000 7,500
234.211 Locking of warning system apparatus ...... 1,000 2,000
234.213 Grounds ........... . 1,000 2,000
234.215 Standby power system 5,000 7,500
234.217 Flashing light units 1,000 2,000
234.219 Gate arm I|ghts and light cable 1,000 2,000
234.221 Lamp voltage .. 1,000 2,000
234.223 Gate arm . 1,000 2,000
234.225 Activation of warnlng system 5,000 7,500
234.227 Train detection apparatus 2,500 5,000
234.229 Shunting sensitivity .......... 2,500 5,000
234.231 Fouling wires ... 1,000 2,000
234.233 Rail joints ......... 1,000 2,000
234.235 Insulated rail joints 1,000 2,000
234.237 Switch equipped with cwcun controller ..... 1,000 2,000
234.239 Tagging of wires and interference of wires or tags W|th signal apparatus 1,000 2,000
234.241 Protection of insulated wire; splice in underground wire ..........cccceeeeene 1,000 2,000
234.243 Wire on pole line and aerial cable ........... . 1,000 2,000
234.245 Signs e 1,000 2,000
Inspections and Tests:
234.247 Purpose of inspections and tests; removal from service of relay or device failing
to meet test requirements e —————. 2,500 5,000
234.249 Ground tests ..... e —————— 2,500 5,000
234.251 Standby power 5,000 7,500
234.253 Flashing light units and Iamp voltage ...... 1,000 2,000
234.255 Gate arm and gate mechanism 1,000 2,000
234.257 Warning system operation ..... 2,500 5,000
234.259 Warning time ... e 1,000 2,000
234.261 Highway traffic signal pre- empt|on 1,000 2,000
234.263 Relays ............. 1,000 2,000
234.265 Timing relays and timing devmes ............ 1,000 2,000
234.267 Insulation resistance tests, wires in trunking and cables 2,500 5,000
234.269 Cut-out circuits . 1,000 2,000
234.271 Insulated rail joints, bond wires, and track connectlons 2,500 5,000
234.273 Results of tests . e ———— 1,000 2,000
234.275 Processor-Based Systems et es $5,000 $7,500
Subpart E—Emergency Notification Systems for Telephonlc Fleportmg of Unsafe Conditions
at Highway-Rail and Pathway Grade Crossings
234.303 Emergency notification systems (ENS) for telephonic reporting of unsafe conditions at
highway-rail and pathway grade crossings:
(a) Dispatching railroad fails to establish and maintain a toll-free telephone service by
which the railroad can directly and promptly receive telephone calls (calls) from the pub-
lic of reports of unsafe conditions at CroSSINGS ........ccceeiririeiiiinenree e 15,000 25,000
(a)(1) Dispatching railroad fails to have either a live person answer calls directly and
promptly, or use an automated answering system or third-party telephone service for re-
ceiving calls from the public of reports of unsafe conditions at crossings . 10,000 15,000
(a)(2) Dispatching railroad improperly uses an automated answering system . 10,000 15,000
(b)(1)-(2) Excepted dispatching railroad improperly uses answering machine to receive
calls of unsafe conditions at CroSSINGS .........cccrveueriririeiniierc e 5,000 7,500
(b)(2) Excepted dispatching railroad fails to use proper method to receive caIIs of unsafe
conditions at crossings during either operational or non-operational hours ....................... 5,000 7,500
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. - Willful
Section Violation violation
(e) Dispatching railroad improperly uses local telephone number to receive calls of unsafe
CONItIONS At CTOSSINGS ....veuveririeeieei ettt n e n et ene e 5,000 7,500
234.305 Remedial actions in response to reports of unsafe condmons at hlghway rail and path-
way grade crossings:
Response to credible report of warning system malfunction at a highway-rail grade crossing.
(a)(1) Maintaining railroad fails under subpart C to follow subpart C of this part? ............... 5,000 7,500
(a)(2)(i) Dispatching railroad fails to promptly contact all trains authorized to operate
through the crossing and inform them of the reported malfunction . 5,000 7,500
(i) Dispatching railroad fails to promptly contact the maintaining railroad and inform it of
the reported MalfunCtion .............cccooiiiiiiii 5,000 7,500
Response to public report of warning system malfunctlon at a highway- ra// grade crossmg
(b)(1)(i) Railroad with both maintaining and dispatching responsibilities fails to promptly
contact all trains authorized to operate through the crossing and inform them of the re-
ported MAalfUNCHION .......coiiiiee e et 5,000 7,500
(i) Railroad with both maintaining and dlspatchlng respon5|bllmes fails to promptly contact
the appropriate law enforcement agency and inform it of the reported malfunction .......... 5,000 7,500
(iii) Railroad with both maintaining and dispatching responsibilities fails to promptly inves-
tigate the report, determine the nature of the malfunction, and take the appropriate re-
MEAIAL ACHON ..eiiiiiiie ettt et e e sbe e e s e e eaeeeaseesaeeeseeeaneenraennns 5,000 7,500
(b)(2)(i) Railroad with only dlspatchlng respon3|blllty fails to promptly contact all trains au-
thorized to operate through the crossing and inform them of the reported malfunction .... 5,000 7,500
(i) Railroad with only dispatching responsibility fails to promptly contact the appropriate
law enforcement agency and inform it of the reported malfunction ............cccccccvenrinenne 5,000 7,500
(iii) Railroad with only dispatching responsibility fails to promptly contact the maintaining
railroad and inform it of the reported malfunction ...........c..cccoeoviiiiiiiniiicie e 5,000 7,500
(iv) Maintaining railroad fails to promptly investigate the report determlne the nature of the
malfunction, and take the appropriate remedial action .............ccceoeririeeicicnenene e 5,000 7,500
Response to report of warning system failure at a pathway grade crossing.
(c)(1)(i) Railroad with both maintaining and dispatching responsibilities fails to promptly
contact all trains authorized to operate through the crossing and inform them of the re-
POrted fAIUIE .......ccoiiiiiiiii 5,000 7,500
(i) Railroad with both malntalnlng and dlspatchlng respon5|b|I|t|es fails to promptly contact
the appropriate law enforcement agency and inform it of the reported failure .................. 5,000 7,500
(iii) Railroad with both maintaining and dispatching responsibilities fails to promptly inves-
tigate the report, determine the nature of the failure, and without undue delay repair the
active warning system if necessary . 5,000 7,500
(c)(2)(i) Railroad with only dispatching responsmlllty fails to promptly contact all tralns authonzed to
operate through the crossing and inform them of the reported failure ... 5,000 7,500
(i) Railroad with only dispatching responsibility fails to promptly contact the appropriate
law enforcement agency and inform it of the reported failure ..........ccoceoeviiiiniinncnes 5,000 7,500
(iii) Railroad with only dispatching responsibility fails to promptly contact the maintaining
railroad and inform it of the reported failure ............cccoreiiciicinice 5,000 7,500
(iv) Maintaining railroad fails to promptly investigate the report determlne the nature of the
failure, and without undue delay repair the active warning system if necessary ............... 5,000 7,500
Response to report of a disabled vehicle or other obstruction blocking a railroad track at a high-
way-rail or pathway grade crossing.
(d)(1)(i) Railroad with both maintaining and dispatching responsibilities fails to promptly
contact all trains authorized to operate through the crossing and inform them of the re-
POIEA ODSTIUCHON ...ttt 5,000 7,500
(i) Railroad with both maintaining and dlspatchlng responsnbmtles fails to promptly contact
the appropriate law enforcement agency and inform it of the reported obstruction .......... 5,000 7,500
(iii) Railroad with both maintaining and dispatching responsibilities fails to promptly inves-
tigate the report, determine the nature of the obstruction, and without undue delay take
the necessary action to have the obstruction removed .............ccooiiiiiiiiiininiceee 5,000 7,500
(d)(2)(i) Railroad with only dispatching responsibility fails to promptly contact all trains au-
thorized to operate through the crossing and inform them of the reported obstruction ..... 5,000 7,500
(i) Railroad with only dispatching responsibility fails to promptly contact the appropriate
law enforcement agency and inform it of the reported obstruction ..............ccccccoeiiinine 5,000 7,500
(iii) Railroad with only dispatching responsibility fails to promptly contact the maintaining
railroad and inform it of the reported obstruction ............ccccoeiiiiiiiniccee 5,000 7,500
(iv) Maintaining railroad fails to promptly investigate the repon determlne the nature of the
obstruction, and without undue delay take the necessary action to have the obstruction
L= 07007 =T o PN 5,000 7,500
Special rule on contactlng a traln that is not requtred to have commumcatlon equtpment
(e) Having received a report pursuant to §234.303(c)(1), (c)(2), (d)(1), or (d)(2), railroad
fails to promptly contact the occupied controlling locomotive of the train by the quickest
means available consistent with § 220.13(a) of this chapter .............ccccccoiniiiiiiiiins 5,000 7,500
Response to report of an obstruction of view at a highway-rail or pathway grade crossing.
(f)(1) Railroad with both maintaining and dispatching responsibilities fails to timely inves-
tigate the report and remove the obstruction if it is lawful and feasible to do so .. . 5,000 7,500
(f)(2)(i) Railroad with only dlspatchlng resp0n5|b|I|ty fails to promptly contact the maintain-
ing railroad . . e —————— 5,000 7,500
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(i) Maintaining railroad fails to timely investigate the report and remove the obstruction if it
is lawful and feasible to do so ........... 5,000 7,500
Response to report of other unsafe condition at a highway- rar/ or pathway grade crossmg
(9)(1) Railroad with both maintaining and dispatching responsibilities fails to timely inves-
tigate the report, and timely correct the unsafe condition if it is lawful and feasible to do
S0 ettt b et 5,000 7,500
(9)(2) Railroad with only drspatchlng responsrbllny farls to promptly contact the maintaining
FAITOAM ..o 5,000 7,500
(9)(3) Maintaining rallroad fails to tlmely |nvest|gate the repon and tlmely correct the un-
safe condition if it is lawful and feasible t0 d0 SO ... 5,000 7,500
Maintaining railroad’s responsibilities for receiving reports of unsafe condmons at h/ghway -rail and
pathway grade crossings.
(h)(1)(i) Maintaining railroad fails to provide sufficient contact information to dispatching
railroad, by which the dispatching railroad may timely contact the maintaining railroad
UPON 1eCIPT O @ MEPOM ...ttt 5,000 7,500
(i) Maintaining railroad fails either to have a live person answer calls dlrectly and prompt-
ly, or to use an automated answering system for receiving calls from the dispatching
railroad of a report of an unsafe condition ......... e 10,000 15,000
(iii) Dispatching railroad improperly uses an automated answerlng system .......................... 10,000 15,000
(h)(2)(i)—(ii) Excepted maintaining railroad fails to use proper method to receive calls of
unsafe conditions at crossings during operational or non-operational hours ..................... 5,000 7,500
234.306 Multiple dispatching or maintaining railroads with respect to the same highway-rail or
pathway grade crossing; appointment of responsible railroad:
(a)(1) Each of the dispatching railroads for the crossing fails to appoint a primary dis-
patching railroad for the Crossing ..........ccccccciiiiiiiiiiii e 10,000 15,000
(a)(1)(i)—(iv) The primary dispatching railroad for the crossrng farls to carry out one of the
PreSCHDEA AULES ......oiuiiiiiiiiiei ettt en e 5,000 7,500
(a)(2) Another pertinent dispatching rallroad for the crossing falls to carry out remedial ac-
tion as required by §234.305 .........cccoiiiiiiii 5,000 7,500
(b)(1) Each of the maintaining railroads for !he crossing falls to appomt one maintaining
railroad responsible for the placement and maintenance of the ENS sign(s) .........c.ccceeu.. 5,000 7,500
(b)(2) The assigned maintaining railroad in §234.306(b)(1) fails to display on the ENS
sign(s) the emergency telephone number of the dispatching railroad or primary dis-
patching railroad for the CroSSING ..o 5,000 7,500
(c)(1) The dispatching railroad or primary dlspatchrng railroad falls to promptly contact and
inform the appropriate maintaining railroad(s) for the crossing of the reported problem .. 5,000 7,500
(c)(2) The maintaining railroad fails to carry out remedial action as required by §234.305 10,000 15,000
234.307 Use of third-party telephone service by dispatching and maintaining railroads 3:
(a)(1) Dispatching railroad improperly uses third-party telephone service ............ccccccceuueeeee 10,000 15,000
(a)(2) Dispatching railroad fails to ensure third-party telephone service compliance with
§234.307 . . . 10,000 15,000
(b)(1) Maintaining rallroad |mproperly uses thrrd party telephone service . 10,000 15,000
(b)(2) Maintaining railroad fails to ensure third-party telephone service compliance wnh
§234.307 RN 10,000 15,000
(d)(1) Railroad fails to prowde sufflment contact mformatlon to third-| party telephone serv-
ICB et 2,500 5,000
(d)(2)(i) Railroad fails to |nform FRA in writing before the |mp|ementatlon of a third-party
TEIEPNONE SEIVICE ...ttt eb ettt b et s e eneas 2,500 5,000
(i) Railroad fails to provide FRA wrth contact |nf0rmat|on for the thlrd party telephone
FS1=T 417 R 2,500 5,000
(iii) Railroad fails to prowde FRA wrth mformatlon |dent|fy|ng the crossrngs about which the
third-party telephone service will reCeiVe repOMS .........cccveeeeiiiieneniene e 2,500 5,000
(d)(3) Railroad fails to inform FRA in writing within 30 days foIIowmg any changes in the
use of, or the discontinuance of, third-party telephone service ...........c.ccccccovviiiniiiiinnne 2,500 5,000
(d)(4)# Dispatching or maintaining railroad fails to take appropriate action required by
§234.305.
(e)® Railroad fails to ensure third-party telephone service compliance with §234.313 or
§234.315, as applicable.
234.309 ENS signs in general:
(a) Dispatching railroad fails to provide ENS telephone number to the maintaining railroad
a minimum of 180 days prior to the required implementation date of the ENS ................. 2,500 5,000
(b)(1)—(3) ¢ Responsible railroad fails to display minimum required information on ENS
SIGMN et 5,000 7,500
(c)(1)—(4) 7 Responsible rallroad falls to display ENS sign that meets size and other phys-
ical requirements .......... e —— 5,000 7,500
234.311 ENS sign placement and malntenance
(a)(1)—(2) Responsible railroad fails to place and maintain required number of S|gn(s) at
the crossing or entrance(s) to facility . 5,000 7,500
(b)(1)—-(2) Responsible railroad fails to properly Iocate and malntarn the sign(s)
crossing . . . s 5,000 7,500
234.313 Recordkeeplng.
(a)(1)—(9) Railroad fails to maintain in its records the minimum information required for
each ENS report received e ————— 2,500 5,000
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(c)(1)—(2) Responsible railroad(s) fail(s) to record in writing an appointment of a railroad,
pursuant to § 234.306, or properly retain a copy of the document . 2,500 5,000
(d)(1) Railroad fails to properly retain records ......... [ 2,500 5,000
(d)(2) Railroad fails to provide FRA access to records e ——— 2,500 5,000
234.315 Electronic recordkeeping:
(a)—(b) Railroad fails to comply with electronic recordkeeping requirements ........................ 2,500 5,000
Subpart F—Highway-Rail and Pathway Crossing Inventory Reporting
§234.403 Submission of data to the Crossing Inventory:
(b) Failure to complete Inventory Form (or electronic equivalent) in accordance with the
INVENEOTY GUITE ..eeeirieiieeieieeeiec ettt sttt s s s e s e se s e s e s et ene e e e neseenenene $1,000 $2,000
(c) Class | railroad failure to submit crossmg data to the Crossmg Inventow electronically 1,000 2,000
§234.405 Submission of initial data to the Crossing Inventory for previously unreported crossings
(a) Primary operating railroad failure to timely submit an accurate Inventory Form (or elec-
tronic equivalent) to the Crossing Inventory for previously unreported crossing ............... 2,500 5,000
(b) Operating railroad failure to timely submit accurate partial crossing data to the Cross-
ing Inventory for previously unreported Crossing ..........cccocoeuruiirirciiciinicicsccnccns 2,500 5,000
(c) Operating railroad failure to provide written notification to FRA that the primary oper-
ating railroad failed to timely report previously unreported Crossing .........cccccceeeeecvenerennens 1,000 2,000
§234.407 Submission of initial data to the Crossing Inventory for new crossings:
(a) Primary operating railroad failure to timely submit an accurate Inventory Form (or elec-
tronic equivalent) to the Crossing Inventory for NEW Crossing ..........ccccoeeeveererieneienceens 2,500 5,000
(b) Operating railroad failure to timely submit accurate partial crossing data to the Cross-
ing Inventory for NEW CroSSING ..........cccoeeiiiiiiiiiicciccc e 2,500 5,000
(c) Operating railroad failure to provide written notmcatlon to FRA that the primary oper-
ating railroad failed to timely report new crossing e e 1,000 2,000
§234.409 Submission of periodic updates to the Crossing Inventory:
(a) Primary operating railroad failure to timely submit up-to-date and accurate crossing
data to the Crossing Inventory for highway-rail or pathway crossing ..........ccccecveeeruennes 2,500 5,000
(b) Operating railroad failure to timely submit up-to-date and accurate partial crossing data
to the Crossing Inventory for highway-rail or pathway crossing ...........ccccccceviiiiininiiinnne 2,500 5,000
§234.411 Changes requiring submission of updated information to the Crossing Inventory:
(a) Failure to timely report crossing sale to the Crossing Inventory ... 2,500 5,000
(b) Primary operating railroad failure to timely report crossing closure to the Crossing In-
A= a1 o] OSSOSO ST U PP STOOPPON 2,500 5,000
(c) Primary operating rallroad fallure to timely submlt up- to date and accurate crossing
data to the Crossing Inventory after change in crossing characteristics . 2,500 5,000
§234.413 Recordkeeping ......... 1,000 2,000
§234.415 Electronic Recordkeeping 1,000 2,000

1A penalty may be assessed against an individual only for a willful violation. The Administrator reserves the right to assess a
penalty of up to $109,819 for any violation where circumstances warrant. See 49 CFR part 209, appendix A. To facilitate the as-
sessment of penalty amounts, the specific types of violations of a given section are sometimes designated by the paragraph of
the section (e.g., “(a)”) and a code not corresponding to the legal citation for the violation (e.g., “(1)”), so that the complete cita-
tion in the penalty schedule is e.g., “(a)(1).” FRA reserves the right to revise the citation of the violation in the Summary of Al-
leged Violations issued by FRA in the event of litigation.

2Either this section or the parallel section of subpart C of this part may be cited, but not both.

3FRA does not plan to assess civil penalties against a third-party telephone service, under § 234.307(c) or (e). However, FRA
plans to assess violations against the dispatching and maintaining railroads for failing to ensure that the third-party telephone
service complies with the requirements of §§234.307, 234.313, or 234.315, if applicable. See §234.307(a), (b), (e).

4For a violation of §234.307(d)(4), a penalty should be assessed for the specific type of violation according to the penalty
schedule for a violation of §234.305.

5For a violation of §234.307(e) penaining to recordkeeping, a penalty should be assessed for the specific type of violation in
the penalty schedule for a violation of §§234.313 or 234.315, as applicable.

SFRA reserves the right to cite a violation for each item of required information omitted from a sign.

7FRA reserves the right to cite a violation for each physical characteristic that is nonconforming.

[61 FR 31806, June 20, 1996, as amended at 63 FR 11623, Mar. 10, 1998; 69 FR 30595, May 28, 2004;
70 FR 11094, Mar. 7, 2005; 73 FR 76704, Dec. 30, 2008; 77 FR 24422, Apr. 24, 2012; 80 FR 786, Jan.
6, 2015; 80 FR 30364, May 28, 2015; 81 FR 37534, June 10, 2016; 81 FR 43111, July 1, 2016]

APPENDIX B TO PART 234—ALTERNATE METHODS OF PROTECTION UNDER 49 CFR
234.105(c), 234.106, AND 234.107(c)

[This is a summary—see body of text for complete requirements]

Flagger for each di- Police officer Flagger present, but not one .
rggtion of traffic present fo?%acﬁ direction of traffic No flagger/no police
False Activation ...... Normal Speed ....... Normal Speed . Proceed with caution—max- | Proceed with caution—max-
imum speed of 15 mph. imum speed of 15 mph.
Partial Activation* ... | Normal Speed ....... Normal Speed ....... Proceed with caution—max- | Proceed with caution—max-
imum speed of 15 mph. imum speed of 15 mph.
Activation Failure** Normal Speed ....... Normal Speed . Proceed with caution—max- Stop: Crewmember flag traf-
imum speed of 15 mph. fic and reboard.

*Partial activiation—full warning not given.
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Non-gated crossing with one pair of lights designed to flash alternatively, one light does not work (and back-lights from other

side not visible).

Gated crossing—gate arm not horizontal; or any portion of a gate arm is missing if that portion had held a gate arm flashing

light.

**Activitation failure includes—if more than 50% of the flashing lights on any approach lane not functioning; or if an approach
lane has two or more pairs of flashing lights, there is not at least one pair operating as intended.

PART 235—INSTRUCTIONS GOV-
ERNING APPLICATIONS FOR AP-
PROVAL OF A DISCONTINUANCE
OR MATERIAL MODIFICATION OF
A SIGNAL SYSTEM OR RELIEF
FROM THE REQUIREMENTS OF
PART 236

Sec.

235.1 Scope.

235.3 Application.

235.5 Changes requiring filing of applica-
tion.

235.6 Expedited application for approval of
certain changes.

235.7 Changes not requiring filing of appli-
cation.

235.8 Relief from the requirements of part
236 of this title.

235.9 Civil penalty.

235.10 Contents of application.

235.12 Additional required
prints.

235.13 Filing procedure.

235.14 Notice.

235.20 Protests.

APPENDIX A TO PART 235—SCHEDULE OF CIVIL
PENALTIES

AUTHORITY: 49 U.S.C. 20103, 20107; 28 U.S.C.
2461, note; and 49 CFR 1.89.

SOURCE: 49 FR 3380, Jan. 26, 1984, unless
otherwise noted.

information-

§235.1 Scope.

This part prescribes application for
approval to discontinue or materially
modify block signal systems,
interlockings, traffic control systems,
automatic train stop, train control, or
cab signal systems, or other similar ap-
pliances, devices, methods, or systems,
and provides for relief from part 236 of
this title.

§235.3 Application.

(a) Except as provided in paragraph
(b) of this section, this part applies to
railroads that operate on standard gage
track which is part of the general rail-
road system of transportation.

(b) This part does not apply to rail
rapid transit operations conducted over
track that is used exclusively for that

purpose and that is not part of the gen-
eral system of railroad transportation.

§235.5 Changes requiring filing of ap-
plication.

(a) Except as provided in §235.7, ap-
plications shall be filed to cover the
following:

(1) The discontinuance of a block sig-
nal system, interlocking, traffic con-
trol system, automatic train stop,
train control, or cab signal system or
other similar appliance or device;

(2) The decrease of the limits of a
block signal system, interlocking, traf-
fic control system, automatic train
stop, train control, or cab signal sys-
tem; or

(3) The modification of a block signal
system, interlocking, traffic control
system, automatic train stop, train
control, or cab signal system.

(b) [Reserved]

(Approved by the Office of Management and
Budget under control number 2130-0042)

§235.6 Expedited application for ap-
proval of certain changes.

(a) Qualifying changes. A railroad
may seek approval under this section,
instead of under §§235.5 and 235.9-235.20
of this chapter for the following
changes:

(1) Modification of a signal system
consisting of the installation, reloca-
tion, or removal of one or more signals,
interlocked switches, derails, movable-
point frogs, or electric locks in an ex-
isting system directly associated with
the implementation of positive train
control pursuant to subpart I of part
236 of this chapter, if the modification
does not include the discontinuance or
decrease of limits of a signal or train
control system.

(2) [Reserved]

(b) Procedure of expedited application.
(1) To seek approval under this section,
a railroad shall provide a notice and
profile plan for the proposed modifica-
tion to the FRA Regional Adminis-
trator having jurisdiction over the af-
fected territory.
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